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ABSTRACT 

Novel operational modes, fundamental characteristics and correlations of three 

common chromatographic detectors: the electron capture detector (ECD), the flame 

photometric detector (FPD), and the flame ionisation detector (FDD) are reported. 

Conventional ECDs are driven by unipolar polarisation sources. Following the 

discovery that a.c. constant-frequency polarisation yields better sensitivities and 

comparable linear ranges, studies of other bipolar polarisation regimes were conducted. 

The results indicate that it is possible to operate bipolar constant-current ECDs with 

response by a decrease of frequency as compared to conventional systems that respond 

by an increase of pulser frequency, In addition, the bipolar pulsed (constant frequency) 

ECD is very sensitive and produces a calibration curve that is entirely linear, from the 5 

attomoles/second a-hexachloro-cyclohexane detection limit to the limit established by the 

extent of the standing current. 

Filters are commonly employed to reduce detector noise, but the nature of 

chromatographic noise has never been fully investigated. The effect of three types of 

filters (two digital and one analog) on the noise from the ECD, FPD and FID, as well as 

the nature of the noise were therefore investigated. The results show that 

chromatographic noise is mainly white noise (of a fundamental nature, reducing with filter 

time constant in square-root fashion and giving a constant noise "power" spectrum) that 

is converted into low frequency noise by the filter, thus the nature and sophistication of 

the filter are not very important. These results were supported by simulations, and 

equations were developed for the calculation of fundamental detector noise. 

Detector response ratios are widely employed, especially for probing peak identity 

and purity. Since integration is a common procedure in chromatography, an integral 

response ratio algorithm for automatic response ratio determination was developed. The 

integral method proved superior to the existing slope ratio method; and seems promising, 

particularly for sequential detection where the shape and retention time of peaks may vary 

from detector to detector. 
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CHAPTER 1 

Introduction 

1 The Electron Capture Detector 

1.1 Preamble 

Gas chromatography is a common technique for the separation and quantitative 

analysis of the components in a complex mixture, and electron capture detection is one 

of several selective techniques available for the analysis of the effluent from a gas 

chromatographic column. The ultra-sensitive and highly selective electron capture 

detector (ECD) was invented and further perfected by Lovelock (1-3). 

The high sensitivity and selectivity of this detector for specific classes of 

chemicals (halides and halide derivatives, as well as nitro, sulphur and organometallic 

compounds), and its relative insensitivity towards hydrocarbons have made it 

indispensable in analytical laboratories. Typical applications are the determination of: 

pesticide residues in food, soil, water and animal tissues; atmospheric pollutants, for 

example, CFC's (chlorofluorocarbons) and PCB's (poly-chlorinated biphenyls), 

dibenzodioxins and dibenzofurans; and anti-knock agents in fuel. 

The ECD is an ionisation type detector utilizing a radioactive material (usually 

63Ni or 3H) as the ionization source. However, non-radioactive ECDs have been described 

(4-5). Contrary to early belief, the ECD is a destructive detector - for strong electron 

1 
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cqrturers (6). The ECD functions by relying on the ability of some substances to capture 

free electrons. These thermal (or secondary) electrons are derived from the ionisation of 

the carrier gas by the primary electrons resulting from radioactive decay of the foil. An 

electric field is normally applied across the electrodes of the detector to monitor the 

current (due to free electron collection), and response. 

Unlike most other ionization detectors, the response of the ECD is based on the 

concentration of the components in the carrier gas, and its response is the result of a 

decrease in standing current. Unfortunately, there are a wide variety of operating 

variables for the ECD. The standing current, sensitivity, selectivity, and linear range of 

the ECD are affected by both the gas chromatographic and detector conditions. Among 

these are: 

1. Polarization mode (d.c, a.c, pulse), and voltage, 

2. Width, amplitude, and frequency of pulses (pulsed mode), 

3. Detector temperature, 

4. Type, flow rate and grade of the carrier and scavenger gases, 

5. Stationary phase of gas chromatographic column (column bleed), 

6. Column temperature, 

7. Conditioning time of the detector, 

8. Sample residues ("memory effect"), 

9. Type of radioactive source, 

10. Geometry of the detector, 

11. Pressure within the detector, and 
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12. Contamination by atmospheric oxygen. 

The optimization of these variables is difficult, if not impossible, since each 

electron capturing substance would require individual optimization, and several variables 

are interdependent. Hence, reported results are often valid only for a specific type of 

detector and set of operating conditions. 

1.2 Electron Capture Cell Configurations and Operational Modes of Polarisation and 

Response. 

1.2.1 Cell Configurations. 

There are four basic configurations for the electron capture detector. These are: 

parallel plate, coaxial, asymmetric, and two chamber design (7-9). 

The parallel plate and some variations of the coaxial design have symmetric 

electrical fields. The other designs result in a non-symmetric field. Available ECDs 

invariably conform to one (or a variation) of these designs. Because of the extreme 

sensitivity of the ECD to contaminants, the two chamber design of Aue and Siu (9) is 

interesting since its foil is purged by pure carrier gas and cannot be contaminated by the 

effluent from the chromatographic column. 

1.2.2 Polarisation Modes 

In principle, the ECD is based upon the absorption of free electrons by electron 

capturing substances. The radioactive foil (B" emitter) used in these systems is responsible 

for the production of free electrons via ionization of the carrier gas. The electrons are 



4 

collected at the anode and result in the 'standing current' of the detector. The presence 

of an electron capturing substance in the detector results in a decrease of collectable 

electrons and hence a reduction of standing current. This reduction - after some 

electronic processing - produces a peak in the chromatogram. 

There are several techniques used in the sampling of electrons within the ECD. 

These are: conventional "d.c." mode (constant voltage); conventional "pulsed mode" 

(constant frequency); conventional "constant current" mode (variable frequency); d.c. 

"constant current" mode (variable voltage); and a.c. - constant frequency mode. Brief 

descriptions of each of these techniques follow, and for quick reference they are 

summarized in Table 1.1. 

1.2.2.1 Conventional Constant Voltage - "d.c." mode 

In this mode, a constant negative potential is applied to the cathode (radioactive 

foil); or a constant positive potential to the anode (collecting electrode). This potential 

causes the drift of electrons to the anode. An increase in current is observed with 

increasing potential until a plateau is reached when all the free electrons are collected. 

For analytical purposes, the detector is normally operated at a voltage which corresponds 

to about 85 % (commonly referred to as the 'knee') of the maximum current plateau. 

An intrinsic problem with detectors operated in this mode is the existence of a net 

positive space charge close to the cathode. This occurs because, under the applied 

potential, electrons are sampled at a much higher rate, i.e. the drift speeds of (unimpeded) 

electrons are some 3 to 4 orders of magnitude faster than those of the much heavier 
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cations and anions. The presence of the d.c. space charge has been blamed repeatedly 

for ambiguous responses (7-8). 

1.2.2.2 Conventional "pulsed mode" - Constant Frequency 

This technique was introduced by Lovelock as a refinement of the d.c. mode (10). 

In essence, electrons are sampled by application of short, strong pulses, whose width, 

amplitude and frequency are preselected. 

Under such a pulsing regime, the electron concentration within the ECD is never 

constant, but varies in a saw-tooth fashion. During the application of the pulse, the 

electrons move to the collecting electrode and their concentration within the cell rapidly 

decreases. In the interval, when the pulse is off, the electron concentration again builds 

up (due to continuous irradiation of the carrier gas by the radioactive source). It will 

reach a constant value (plateau, steady state), provided the interval between the pulses is 

long enough. If the pulses are much shorter than the interval (e.g. 1 us vs 1 ms), 

virtually all of the capture reaction is supposed to occur under "field free" conditions (7). 

Compared with its predecessor (the constant-voltage d.c. method), improved sensitivity 

and linear range have been obtained by this technique (8). 

1.2.2.3 Conventional "Constant-Current" mode - Unipolar Pulsing 

In the operational mode described above, a chosen set of pulse parameters are kept 

constant and response is directly measured as a reduction in current, as effected by the 

analyte. In a variation of that technique, the detector current is kept constant by 
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electronically varying the pulse period (more correctly, the pulse repetition time, i.e. the 

operating frequency of the pulser). A change in this frequency indicates the presence of 

an electron capturing species. This conventional "constant-current" mode was introduced 

by Maggs, Joynes, Davies, and Lovelock (11) and still remains the preferential one 

primarily because of its wide linear range (approximately four orders of magnitude). 

In principle, the detector current is compared with a reference current and a 

constant ratio of the two is maintained via a feedback loop that controls the frequency of 

the excitation pulses. The analyte entering the ECD causes a reduction of current by 

capturing electrons. The frequency of the pulses commensurately increases to enhance 

the collection of electrons and thus keeps the detector current at its appropriate level. 

This change in frequency, plotted versus time, constitutes the chromatogram. 

1.2.2.4 "d.c." - Constant-Current mode 

Here, constant-current operation is achieved by varying the polarizing d.c. voltage 

via a current limiting device (12) or a variable power supply with associated feedback 

circuitry (13). Analytes passing through the detector cause a reduction of standing 

current. The change in voltage necessary to re-establish the preset current level is 

monitored in time to give the chromatogram. 

The method does offer an improvement of linearity as compared to the d.c. 

constant voltage mode. In fact, the linear range and detection limit (four orders of 

magnitude and 0.1 pg of aldrin) are comparable to the conventional "constant-current" 

(variable frequency) mode. This goes to show that constant current operation is able to 
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produce longer linear ranges than the other techniques. 

The reason, simply put, is that to maintain a constant current, a certain number of 

free electrons have to be collected; the remaining electrons being available for capture. 

Therefore, as the amount of analyte increases, a lower percentage of analyte molecules 

is being converted to anions (the rate of anion production being about constant), and the 

system can never run out of some (however few) electrons to capture. Without the 

"constant current" restraint, a large amount of analyte would simply exhaust the available 

supply of electrons. 

1.2.2.5 "a.c." - Constant J'requency mode 

Sampling of electrons within the ECD using bipolar techniques is still in its 

infancy. The technique, which was developed in this laboratory, initially used a variable 

auto-transformer ("Variac") to control the amplitude of regular household current - 60 Hz 

sine waves (14). More complex, commercially available function generators and a 'home 

made' programmable pulser were later used to define the basic features of the a.c.-ECD 

regime, using various waveforms (15, 16). However, the rectangular waveform seems to 

have prevailed as the mode of choice because it produced more definitive current profiles 

and it also allowed easy comparisons with the corresponding unipolar excitation modes. 

Compared to the unipolar current profiles, the a.c. profile displays a descent and 

hence an additional response maximum at high frequencies. It has been suggested that 

the position of the low frequency ascent and response maximum, (which is similar to the 

one seen in the unipolar modes) is primarily detennined by the caticn-electron 
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recombination rate and that the high frequency descent and response maximum is 

primarily determined by the onset of electron oscillation, as mediated by a migrating 

negative space charge. The sensitivities and linear ranges of bipolar operation (at the two 

response maxima) are comparable with those obtained from typical unipolar variable-

current modes (15). 

Table 1.1: ECD Polarisation modes 

Polarisation mode 

Conventional d.c. (unipolar) 

Conventional pulsed (unipolar) 

Conventional pulsed (unipolar) 

d.c. (unipolar) 

a.c. (bipolar) 

Condition 

Constant voltage 

Constant frequency 

Constant current 

Constant current 

Constant frequency 

Readout 

Current 

Current 

Frequency 

Voltage 

d.c. current 

1.3 Basic Processes within the ECD. 

A high steady-state concentration of electrons within the ECD can be achieved by 

the action of ionizing radiation on carrier (and/or purge) gas molecules, when the rates 

of ion pair formation and ion pair recombination are equal. The capture of free electrons 

and hence reduction of the 'standing current' constitutes the ECD response. The following 
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section gives a very brief outline of these processes within the ECD, at least as far as they 

are currently understood. 

1.3.1 Primary Radiation Sources. 

Generally, a radioactive source (commonly 63Ni) is used for the generation of ion 

pairs within the ECD. However, non-radioactive ECDs do exist (8). Apart from 63Ni, 

tritium has been widely used. Tritium sources are of high specific activity, yielding high 

sensitivities associated with a large standing current. Unfortunately, the maximum 

temperature limit for tritium foils (225°C for Ti3H and 325°C for Sc3H) is low and 

enhances the susceptibility of tritium detectors to contamination. 63Ni can be safely used 

up to 400°C, (and probably higher). Other suitable radiation sources and their 

characteristics have been described (17). 

1.3.2 Production of Thermal Electrons. 

Beta rays (high energy electrons) from the decay of a radio-isotope, react with 

molecules of the carrier gas to produce large numbers of ion pairs. Through collisions 

with carrier gas molecules, the secondary electrons thermalize (slow down to ambient 

kinetic energy levels). [(3" particles released from the radioactive decay of 63Ni have a 

maximum energy distribution of 67 keV; and approximately 36 eV are consumed in 

forming a nitrogen ion pair. Thus, many ion pairs are formed from one pY particle, i.e. 

the (3" particles lose their energy in steps during collision with nitrogen (or other 

carrier/purge gases) until their energy is less than that necessary for the formation of ion 
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pairs. The energetic secondary electrons produced (~ 18 keV) are thermalized (to ca. 0.07 

eV, at 300 °C) through collision with carrier gas molecules (8).J 

B" + N2 — > N2
+ + e" + fj" (weaker) 

Some of the cations may recornbine with electrons. The nature of the cations varies, i.e. 

"N2
+" in the equation above represents a series of ions derived from N2

+ by clustering, 

such as N2
+(H20)n, N4

+, etc. The rate of production of thermal electrons is essentially 

constant and independent of the presence of the typically minute amounts of electron 

capturers. However, it is subject to the random nature of radioactive decay and any 

change in the nature or density of the carrier gas (8). The width of the ionization zone 

depends on both the nature and density of the carrier gas, and on the type of radioisotope. 

Early estimates varied widely. The experimentally determined range suggests that 50 % 

of the ion pairs are generated within 3.8 mm (in nitrogen at ambient temperature and 

pressure) of a 63Ni foil (18-19). 

Thermal electrons may be lost on conductive surfaces, or by recombination; they 

may also be captured, or collected by the anode through the application of a constant or 

intermittent potential usually applied to the cathode (the radioactive foil). The rate at 

which electrons are collected determines the baseline current of the detector under a 

prescribed set of analytical conditions. 

1.3.3 Electron Attachment. 

When a molecule capable of capturing electrons enters the ECD, it may react 

either associatively or dissociatively to produce a negative ion. Other mechanisms, 
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generally regarded as insignificant, have also been described (20). In associative capture, 

a stable molecular ion is formed: 

e" + AB *=* AB" + energy 

but in the dissociative capture reaction an unstable molecular ion results which 

spontaneously disintegrates into a free radical and an anion: 

e" + AB —> AB" —> A0 + B" ± energy 

where AB = electron capturing molecule, 

AB" = negative molecular ion, and 

A0 and B" = dissociation products. 

In the non-dissociative capture reaction, the stable molecular ion exists at a lower 

energy level compared to the parent molecule. This energy difference, which is the 

electron affinity of the electron capturer, is exhausted by either inelastic collisions with 

other molecules or emission of radiation (17). For the dissociative reaction, an activation 

energy is required to split the parent molecule. Energy equilibrium is preserved by the 

relative kinetic energy of the reactants, both before and after collision; by the energy 

released through the formation of the negative ion; and by the energy released or acquired 

during the dissociation of the molecule. 

The overall effect of either mechanism is the formation of (heavy) anions and a 

corresponding reduction of (light) electrons from the plasma. A reduction of current is 

thus observed. Details of the electron attachment processes have been published (8,17). 
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1.4 The "Classical" Mechanism. 

This model, also referred to as the stirred-reactor model, was developed for the 

constant frequency, unipolar pulse mode of ECD operation. It may be noted that the d.c. 

constant-voltage mode was regarded as obsolete mainly because of its short linear range, 

and the presence of space charges. In addition, the pulse mode allowed an easy kinetic 

treatment, once certain simplifying assumptions had been made. 

The assumptions and postulates of this model (valid only for conditions of a long 

pulse period, approximately one milli-second; and a short pulse width, about 0.5 micro­

second) are that the electrons reach thermal equilibrium and the plasma is homogenous, 

during the pulse-free period (i.e. the period during which no potential is applied to the 

cell); that at certain levels of voltage the detector current is independent of the applied 

potential (typically above 50 volts); that the detector current is due to the collection of 

'all' electrons when the pulse is applied; that anions are relatively immobile and hence do 

not contribute to the current; that cations are much more abundant than electrons; that the 

neutralization rate of cations and anions is several orders of magnitude greater than the 

recombination rate of cations and electrons (the typical estimate being 105 to 10H times 

greater); and that the response is dependent upon anion neutralization. 

Detailed reviews of the theory and operation of the ECD have been published 

(7,8). This classical mechanism was later modified by Grimsrud and co-workers (21,22) 

who considered electrostatic forces between the ions and thus included this concept into 

their hypothesis. In addition to the model described earlier, the. following postulations 

were added: that cations migrate during the pulse free interval and may be lost to 
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grounded surfaces or collected by the anode, with the baseline current thus reflecting the 

net charge of cations and electrons collected, while anions are not collected; and that 

bipolar regions with fuzzy borders exist within the ECD - an inner region consisting 

mainly of electrons surrounded by a sheath of cations. 

Later work with this detector yielded results that could not be reconciled with ine 

classical mechanism (such as hypercoulometric behaviour, i.e. the experimental fact that 

one analyte molecule appears to capture more than one electron). In addition, mechanistic 

studies carried out by API-MS (Atmospheric Pressure Ionization Mass Spectrometry) 

suggested that recombination and neutralization rates were, in fact, of comparable 

magnitude (23). These among other observations led to the evolution of the alternative 

space charge mechanism of ECD operation. 

1.5 The Space Charge Mechanism. 

The process of ECD operation via a space charge mechanism was proposed for 

a two chamber d.c ECD by Aue and co-workers (24-26). In essence, it does not equate 

the initial electron capture reaction with observed response, but postulates that response 

is essentially caused by a migrating negative space charge of (analyte derived) anions that 

impedes the collection of electrons. 

Compared to the classical mechanism, the following aspects differ sharply from 

the 'stirred reactor' theory. In the space charge mechanism, the ECD is considered to be 

made up of two characteristic regions, and anions migrate to the anode where they may 

be collected. The observed magnitude of response is due to a faster cation-electron 
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recombination rate (associated with the slow moving anion space charge), and is not only 

dependent on the chemical reactions within the cell but also on physical parameters such 

as temperature, pressure, and the physical size and shape of the detector. 

In addition to providing a satisfactory explanation of the striking effect that the 

impedance of the detector is much greater - and its response much, much smaller - in the 

"reversed-field" mode (as compared to the "regular-field" mode where the radioactive foil 

is always the cathode, and the "collecting" electrode always the anode); the space-charge 

mechanism is consistent with the observation of hypercoulometric behaviour; and is also 

compatible with the (experimentally realized) concept of a non-radioactive ECD whose 

gas-phase chemistry does not include cations. None of these effects are readily accounted 

for by the classical mechanism. However, experimental observations have yielded 

evidence that more than one mechanism may be operative under certain ECD conditions 

(27); and the observation of hypercoulometry in commercially available, conventional 

low-volume ECDs suggest that a space charge mechanism may be operative even v/hen 

"clean" unipolar pulse regimes are employed (28, 29). 

2 The Flame Photometric detector 

The Flame Photometric Detector (FPD) has been used to selectively detect gas 

chromatographic effluents for nearly 3 decades. Since its inception in 1966 (30), the 

detector's ruggedness, sensitivity and selectivity has propagated its use not only for gas, 

liquid and supercritical fluid chromatography, but also for other separation techniques 

such as capillary electrophoresis (31). 
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The detector response is based on the emission from excited molecular species in 

a hydrogen-rich flame, using air or oxygen as the oxidant. Although its initial use was 

mainly propagated for monitoring sulphur and phosphorus compounds, for example in 

pesticide residue analysis, the detector is now known to respond to a large number of 

other elements (32). 

The original FPD design used a back focussing mirror to enhance light throughput, 

to a single photomultiplier tube (PMT). However, one of the earliest modifications (33) 

replaced the mirror with a second interference filter and PMT, thus allowing simultaneous 

monitoring of sulphur and phosphorus compounds. Apart from producing dual-channel 

chromatograms from a single injection, response ratio analysis was done for identification 

of species containing both phosphoais and sulphur. 

The FPD has managed to survive in the wake of stiff competition from other 

selective, sensitive and linear responding (to sulphur) detectors for example the mass 

spectrometer, mainly due to the exorbitant cost of the latter. However, despite its 

shortcomings, it is still widely used, particularly for monitoring sulphur compounds in the 

environment (34); in the petroleum industry (35) and a variety of organometallic 

compounds (36). 

Other recent developments in the FPD include the pulsed flame photometric 

detector (37), which uses a combustible gas flow which cannot sustain a continuous 

flame. The pulses of the emitted light (controlled by pulses to an igniter) are amplified 

by a lock-in amplifier. This seems to offer better sensitivity and selectivity as compared 

to the regular FPD. Another chemiluminscent detector is the Reactive Flow Detector 
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(RFD) developed by our group (38). The RFD behaves similarly to the FPD with the 

notable exception that it produces quenching free response and the flame that supports the 

flow can be used as a regular Flame Ionisation Detector (FID). An RFD/FID prototype 

has been connected to the output of an ECD. This set-up allows the sequential detection 

of a single analyte by three disparate detectors, whose response ratios may then be 

utilized for analyte identification, among other things. 

3 The Flame Ionisation Detector 

The FID has been around for over 3 decades and is the most widely used gas 

chromatographic detector (39). The FID responds to organic compounds which ionise in 

a hydrogen/air (oxygen) flame. Molecules that do not ionize readily, for example C02, 

N2, CS2, etc. do not give any significant response. However, since the detector responds 

to most organics, it is classified as a general detector as opposed to the previously 

described selective ECD and FPD. 

Since the hydrogen/air flame is relatively cool, response is due to chemiionisation 

as compared to thermal ionisation in hotter flames. The energy for chemiionisation 

supposedly arises from free radical recombination (40) and response to carbon compounds 

occur by the reaction: 

CH + O > CHO+ + e 

The electrons are collected by an appropriately biased electric field and the resulting 

electron current can be observed, usually via an electrometer on a strip-chart recorder. 
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4 Objectives of this work 

4.1 The Electron Capture Detector 

Within an ECD, sampling of electrons is the one process that has received the 

greatest amount of attention. Conventional sampling techniques employed a negatively 

biased constant voltage (d.c.) source or unipolar pulsed source, connected to the 

radioactive foil, driving the electrons to the "collecting electrode" (anode) across the 

plasma. Of course, focusing on the electrons is the most logical choice, since it is 

electrons that react with analyte molecules and that the analyst wants to collect. 

However, it has recently been shown that an alternating current polarization source 

performs just about as well as its unipolar counterpart, even though in an a.c. driven ECD 

there is an equal and opposite half wave in the "reversed-field" direction to each "regular-

field" half wave, i.e. the foil is half of the time negatively polarised and half of the time 

positively polarised. Under the homogeneous conditions postulated by the 'classical' 

theory this would lead to zero current and zero response since the same number of 

opposite charges would be transported to each electrode and the conventional d.c. 

electrometer - which is opaque to a.c. - would integrate these to zero. 

This study was initiated to evaluate the merits and demerits of practical bipolar 

pulsing regimes, both in the two chamber ("space charge") and the single chamber 

("stilted reactor") design ECDs. At the same time, this work would be expected to 

contribute to a better understanding of the mechanisms operating within these detectors. 

The proposed experimental work includes the following tasks: 

(a). Develop a "constant-current" type ECD based upon ax. polarisation of the detector; 
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(b). Investigate the effects (both on baseline current and response) of separating (by a 

field-free interval) the bipolar pulses of an a.c. regime, including any space charge 

polarization and relaxation effects; 

(c). Develop a bipolar pulsed (not continuous a.c.) polarization system that operates at 

constant frequency; and 

(d). Develop a bipolar pulsed (not continuous a.c.) constant-current system for ECD 

excitation. 

4.2 Characteristics and Correlations 

Filters are commonly employed to decrease chromatographic noise and hence 

improve the signal to noise ratio (SNR). Filters are however normally evaluated on white 

noise, i.e. noise of an infinite number of frequencies, and the performance of digital filters 

is often superior to analog filters. But do filters behave the same way on 

chromatographic noise? In other words, is chromatographic noise white noise? To 

answer this question, three common filters (normally used in chrom scography) - one 

analog and two digital (a simple moving window and a weighted moving average) filters -

will be tested for their effects on the noise from three common chromatographic detectors: 

the ECD, FPD and FID. In addition, an attempt will be made to quantify the minimum 

noise from these detectors - both experimentally and theoretically. 

Response ratios are widely used in chromatography to evaluate peak purity and 

identity. Ratios can be done manually or automatically. Computer generated slope ratios 

have been initiated and widely used by our group on dual channel data from a FPD. 
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However, integration is a common procedure in chromatography, and peak area 

determination is less likely to be affected by shifts in shape and retention time. Therefore 

automatic determination of response ratios using peak areas should also be more precise. 

Using different chromatographies, this study will compare an integral based algorithm 

with a slope ratio based algorithm with the aim of determining their use in specific 

circumstances. 



CHAPTER 2 

Experimental 

This section gives a concise description of the general experimental equipment, 

chemicals, and techniques. Where more specialized equipment is used, it will be 

described in the appropriate section(s). 

2.1 Instrumentation. 

2.1.1 Tracor 550 Gas Chromatograph. 

This commercially available instrument included the conventional 63Ni dual 

chamber Tracor ECD (Figure 2.1). Carrier gas (pre-purified nitrogen, Linde) was further 

refined by sequential passage through a hydrocarbon trap (Chromatographic Specialties 

Inc., model HT 200-2. Brockville, Ontario, Canada); a glass moisture trap 

(Chromatographic Specialities Inc.,); and finally through a Supelco (Supelco Inc., 

Bellafonte, PA. U.S.A.) carrier-gas purifier unit (capable of removing traces of oxygen 

and water), and then split into two separately controlled streams - one used as purge and 

the other as column carrier gas. The chromatographic column was a 1 m, 2 mm i.d. 

pyrex tubing, packed with 5% OV-101 on Chromosorb W, AW (100-120) mesh. 

For analyses involving a-HCCH, a column flow of 35 mL/min and a purge flow 

of 50 mL/min was used, with injector temperature at 250 °C, column temperature at 150 

°C, transfer line temperature at 270 °C, and detector temperature at 300 °C. The analyte 

20 
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was introduced with a Hamilton 1 uL or 10 uL syringe, employing the "hot empty 

needle" technique, when appropriate. 

The general instrument performance was periodically monitored in the (historically 

oldest, instrumentally simplest and diagnostically most revealing) d.c. mode by using the 

d.c. mode power source originally supplied with the chromatograph. The Tracor dual-
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Figure 2.1: Cross-sectional view of Tracor Dual Chamber ECD. Adapted from: 

"Operation and Sendee Manual - Nickel-63 High Temperature Electron Capture 

Detector." Tracor Inc. Texas, 1972. 
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chamber 63Ni ECD was polarized in most experiments by 'lab built' modules whose 

performance and parameters were monitored by a Tektronix 2215A 60 MHz Oscilloscope 

(Tektronix Inc., OR, U.S.A.) and/or a JDR Instruments (San Jose, CA, U.S.A.) DFC 100 

Multifunction counter. The ECD output signal was monitored by a Linear Instruments 

strip chart recorder and/or a Fluke 75 multimeter, via the Tracor's own electrometer. A 

"home-made" variable frequency RC filter was sometimes used (generally at 1 s cut-off), 

for noise reduction purposes. 

2.1.2 Shimadzu GC-8A Gas Chromatograph 

The ECD on this instrument is of the coaxial type (Figure 2.2). The Coaxial 

construction results in a more symmetric field ("homogenous" ion-pair distribution) and 

hence lower impedance to electron collection, as compared to the Tracor ECD which has 

an asymmetric field with non-homogenous ion-pair distribution. 

Pre-purified Nitrogen (Linde) was screened by a hydrocarbon trap 

(Chromatographic Specialities Inc., model HT 200-2) in sequence with a high capacity 

moisture trap (Chromatographic Specialities Inc.) before it was fed to the chromatograph 

via a Supelco carrier-gas purifier unit. The chromatographic column was a 50 cm, 2 mm 

i.d. pyrex tubing, packed with 5% OV-101 on Chromosorb W, AW (100-120) mesh. 

Analytical conditions were: injector/detector temperature: 260 °C; column 

temperature: 160 °C; carrier and purge gas flow: 30 mL/min. Sample introduction was 

achieved by use of a Hamilton 1 pL or 10 uL syringe, when appropriate. 

For a.c. constant frequency experiments, the detector was polarized by a 
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Figure 2.2: Cross-sectional view of Shimadzu ECD. 
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Wavetek 5 MHz XCG/Sweep Generator, Model 183 (Wavetek, San Diego, California) and 

for pulsed - constant frequency and constant current experiments, by the programmable 

pulser described in the following section. 

Instrument performance was monitored in the d.c. mode using a simple "lab-made" 

electrometer, which was also used for all experiments. An oscilloscope, multifunction 

counter, and multimeter (all described in section 2.1.1) were used to monitor various 

parameters, when desired. Chromatograms were obtained using a Fisher Recordall Series 

5000 strip chart recorder. 

2.1.3 Programmable Bipolar Pulse Generator. 

This is a customised unit designed and built in the Department's Electronic Shop 

by Brian Millier. It is microprocessor-based, and capable of generating sequences of up 

to three individual square wave pulses within a single repetition sequence. The sequence 

repetition time as well as the delay time and pulse width of each pulse is programmable. 

Periods as long as one second are attainable; and pulse delay(s) and width(s) are 

programmable to a resolution of 600 nanoseconds. All timing parameters are 

programmed using a terminal or a computer connected to the pulser through an RS-232 

serial data link. The polarity and amplitude of the individual pulses, as well as the d.c. 

offset are controlled by potentiometers on the unit. Maximum attainable pulse amplitude 

is 125 volts in either direction, with a slew rate of 150 V/ps. The circuit design does not 

allow for overlapping pulses. The unit may optionally be triggered by an external pulse 

generator, in which case the sequence repetition time is controlled by the external 
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Figure 2.3: Schematic of programmable bipolar pulse generator. Courtesy of B. Millier, 

Electronics Shop, Department of Chemistry, Dalhousie University. 
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generator. However, the pulse width, delay, polarity and amplitude could only be 

changed if the experiment was interrupted, i.e. these parameters cannot be varied (as 

would the frequency) in say, a feedback circuit. Figure 2.3 shows a schematic block 

diagram of the pulser and detailed circuit diagrams are given in Appendix I. 

2.1.4. Shimadzu GC-4BMPF Gas au~>matograph 

This chromatograph is equipped with both a dual channel FPD and an FID. The 

analyte flow to the detector was via a 100 x 0.3 cm i.d. glass packed column (5% OV-

101 on Chromosorb W, 100/120 mesh). Nitrogen (pre-purified, Linde) was further 

refined by sequential passage through hydrocarbon and moisture traps (both from 

Chromatographic Specialties Inc.), before being purged through the chromatographic 

column at 25 mL/min. The air (extra dry, Linde) and hydrogen (pre-purified, Linde) 

flows necessary for the flame(s) were also pretreated by their own set of sequential 

hydrocarbon and moisture traps. 

General conditions were, injector temperature: 250 °C, detector temperature; 280 

°C, and a column temperature that varied with the analysis. Further details on operating 

conditions will be given in the appropriate sections of results and discussion, when 

deemed necessary. 

Detector signals were monitored via the instrument's own electrometer(s) on a 

Fisher Recordall Series 5000 dual pen strip-chart recorder, or the data were collected by 

a 386 IBM compatible PC with 80287 math co-processor, VGA display adaptor and multi 

sync monitor. The data were collected at a frequency of 10 Hz by the CHROM program 
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(41) or by dedicated software and hardware of the 10 channel multiplexing FPD (42). 

2.1.5 Series RFD/FID Detectors 

This unit is designed as an attachment to the Shimadzu ECD described earlier. 

A schematic of the RFD/FID prototype is shown in Figure 2.4. When connected, it 

allows sequential detection of any analyte by the ECD, RFD and FID. The ECD signal 

was monitored in the constant-current mode (as supplied), while the RFD and FID signals 

were monitored by a Tracor electrometer unit modified to work as a 'stand alone' 

electrometer and polariser. 

2.2 Chemicals 

The main analyte used in the ECD study was the strong electron capturer a-

hexachloro-cyclohexane, commonly referred to as a-HCCH. This was supplied by ICN 

Labs. Inc. (Irvine, CA, U.S.A.) and was used without further purification. 

Working standards were prepared by sequential dilution of a stock solution. The 

solvent used was hexane (Caledon Laboratories Ltd., Georgetown, ON, Canada), 'distilled 

in glass', 'non-UV. High sensitivity work required that the solvent be distilled from 

calcium hydride under a stream of nitrogen, and used immediately thereafter (43). 
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CHAPTER 3 

Constant-Current Electron Capture Detection 

with Response by Decrease of Frequency 

3.1 Introduction. 

As originally invented by Lovelock, the first commercial electron capture detectors 

were driven by direct-current sources. Because of their then low sensitivities, short linear 

ranges and various problems poorly understood but commonly attributed to space charges, 

the d.c. mode gave way to unipolar pulsed methods of operation, to the extent that the 

"constant-current" (variable frequency) technique has become the standard offering of 

manufacturers of GC-ECD systems. Pulsing regimes have generally yielded better 

sensitivities as well as an extended linear range. Unipolar "constant-current" (frequency-

modulated) operation usually produces a linear range of about four orders of magnitude. 

However, the Tracor ECD used in this study (and some other ECD's not specially 

designed for "constant-current" operation) realises only three orders of magnitude linearity 

(18). This has been attributed to the two-chamber ('space charge') design of this detector 

as compared to the single chamber ('stirred reactor') configuration of many other 

commercial models, such as the Shimadzu ECD also used in this study. 

Constant-current operation in the unipolar mode - both d.c. (13) and pulse (11) 

driven, has clearly generated an extended linear range. Later, electron capture detectors 

29 
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have been shown to perform equally well with bipolar (a.c.) as with conventional unipolar 

polarization sources in non "constant-current" configuration (14-16). 

The pioneering paper describing a.c electron capture detection suggests an 

interesting possibility. Operating an ECD under a "constant-current" constraint that 

responds to analyte by a decrease (as compared to the conventional increase) of frequency 

(15). That it would, is not immediately perceptible. Under constant-voltage d.c. or 

unipolar pulse constant-frequency polarization, analyte entering the ECD captures free 

electrons and effects a decrease of cell current. This drop has been compensated for by 

an increase of the d.c. voltage (12, 13) or an increase of the pulse frequency, i.e. the 

conventional constant-current mode of operation (11). These modes utilize feedback 

circuitry to keep the ECD current constant and have been very successful in improving 

the linear range of the system. The typical value is about four orders compared to the 

two orders (at maximum) under non-constant current conditions. Thus, it would seem 

obvious that an ECD used with feedback circuitry has to respond by an increase of the 

polarizing source, for d.c. polarization an increase of voltage, and for unipolar pulses an 

increase of frequency. 

However, initial work with a.c. polarization suggests that the electron 

concentration within the ECD is directly proportional to the pulser frequency (at high 

frequencies), as compared to the low frequency region (and the conventional unipolar 

pulse mode) where the electron concentration varies inversely with the frequency of the 

applied pulses (15). 

The current study was designed to verify whether or not an ECD operating under 
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a "constant-current" constraint could indeed produce linear response by decrease of 

frequency. Additionally, a.c. constant frequency profiles varied with the individual 

detector, but the overall patterns were the same. The two detectors used in this study 

vary immensely in geometry, construction and volume, thus corresponding to the two 

extremes. The Tracor two chamber construction results in a heterogenous plasma 

distribution while the Shimadzu coaxial design presents a much more homogenous ion-

pair distribution within the cell. Thus it is interesting to compare the performance of the 

two detectors under an a.c. constant-current regime. 

3.2 Experimental. 

In unipolar constant-current ECDs, either voltage or frequency could be used as 

the recorded variable. However, theoretical arguments suggest that the use of voltage is 

not a viable option for the bipolar a.c. constant-current ECD. 

Electronic circuitry was designed that in essence compares the ECD current (after 

conversion to a voltage) with a predetermined reference voltage (indicative of the desired 

ECD operating current), and maintains the former at the same level by a feedback loop 

that regulates the frequency of pulses applied to the detector. The two detectors 

necessitated different electronic configuration for a.c constant-current operation. Figure 

3.1 show the block diagrams of the systems used for the Tracor and Shimadzu ECDs 

respectively. A detailed schematic of the pulser unit is included in Appendix 1. This unit 

was designed and built by Brian Millier of the Electronics Shop, Department of 

Chemistry, Dalhousie University. 
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In its experimental configuration, the electrometer (for the Tracor system the 

electrometer supplied with the original instrument and for the Shimadzu system the lab-

made electrometer) serves as the current to voltage converter. This voltage is further 

amplified (by a factor of 10) through an inverting (or by operator's choice, non-inverting) 

operational amplifier and then summed with a voltage from the reference potentiometer, 

by a summing operational amplifier circuit with a gain of 200. The polarity of the 

voltage resulting from the detector (i.e. after the first operational amplifier) is opposite 

to that of the reference potentiometer; thus the setting of the reference potentiometer in 

effect determines the quiescent current of the detector, since it controls the frequency of 

the VCO (voltage controlled oscillator) which is fed by the output of the summing 

amplifier. A sample of the voltage being fed to the VCO is sent to the recorder to 

monitor VCO frequency. This gives the chromatogram (plot of frequency vs. time). The 

VCO has a highly linear voltage to frequency transfer ratio, allowing this form of 

frequency monitoring to be valid. At the higher extremes of its range the VCO does not 

produce a square wave with a precise 50% duty cycle, therefore a simple flip-flop follows 

the VCO to give a 'perfect' waveform. A potentiometer to precisely control the d.c. offset 

voltage (thus converting the +15 V unipolar pulses to ±7.5 V a.c. pulses), and a buffer 

amplifier (amplification factor of 2) complete the circuit. 

Analytes passing through the ECD cause a reduction of current (as is usually the 

case). At high frequencies the baseline current is re-established by a decrease of the 

operating frequency, as compared to an increase of frequency in the conventional unipolar 

"constant-current" systems. The first operational amplifier of the circuit serves either in 



34 

an inverting or non-inverting configuration to allow operation at high or low frequencies, 

respectively; and the reference voltage could be set to either positive or negative values, 

thus allowing the appropriate base frequency and response mode. 

3.3 Results and Discussion. 

Current-frequency and response-frequency profiles generated by alternating current 

polarization of ECDs have been reported, but for the purposes of this study these core 

experiments were repeated under similar conditions to allow adequate comparison (some 

of the ECDs and instrumentation described in the pioneering paper on a.c. electron 

capture detection (15) were not available here). 

For ease of reference, Figure 3.2 show current/frequency profiles by a.c. 

polarization of the Tracor and Shimadzu ECDs. While the overall pattern (initial rise 

with frequency to a plateau, then a decline as the frequency becomes higher) is the same; 

the behaviour of each detector is different at the low and high frequency regions. 

The low frequency region correlates well with the corresponding unipolar counterpart, and 

with the cation-electron recombination rate (15, 44). The difference in this region is 

dependent on detector construction. In the Tracor two chamber design (essentially an 

electron generating chamber connected by a narrow electrically insulating channel to the 

electron collecting chamber) electrons, once pushed over to the collecting chamber, if not 

collected have little chance of recombining with cations. Thus, at low frequencies, the 

forward biased half-wave acts similar to a d.c. constant voltage drive, i.e. at 10 Hz in 

Figure 3.2, the Tracor detector shows a current of about 1 nA. However, in the "stirred 
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reactor" design of the Shimadzu ECD; cation-electron recombination is dominant at low 

frequencies, hence the current is very low (re: the 10 to 100 Hz region of Figure 3.2). 

As frequency increases and the reverse biased half-wave becomes shorter than the time 

for cation-electron recombination (ca. 0.5 ms) essentially all the P" generated electrons 

are collected with the forward biased half-wave; and the current increases to a plateau 

level. This occurs at about 103 to 104 Hz for the Tracor detector and at about 103 to 105 

Hz for the Shimadzu ECD. 

At still higher frequencies, the plateau comes to an end and current decreases with 

increasing frequency. This decline has been associated with the phenomenon of electron 

oscillation - the pulses become too short to transport the electron out of the plasma to the 

collecting electrode. Electron oscillation becomes dominant at very high frequencies and 

reduces the current to zero. The frequency at which this happens is different for the two 

detectors - the shorter the inter-electrode distance, the higher the frequency (15). Figure 

3.2 shows that the drop from the plateau occurs at frequencies of about an order of 

magnitude lower (> 104 Hz) in the Tracor ECD (of longer inter-electrode distance) as 

compared to the Shimadzu ECD (> 105 Hz). 

For any individual detector, the frequency at which oscillation occurs could be 

shifted approximately an order of magnitude to higher frequencies. That is an extension 

of the "plateau" region shown in the current-frequency profile of Figure 3.2. This change 

in optimum oscillation frequency could be brought about simply by using an argon - 5% 

methane mixture as carrier gas, instead of nitrogen. The mobility of electrons in Ar - 5% 

CH4 is about an order of magnitude higher compared to electron mobility in nitrogen. 
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Therefore, the current decline due to electron oscillation shifts to correspondingly higher 

frequencies. However, the rise in current at low frequencies (100 - 1000 Hz region) is 

independent of electron mobility and remains unaffected, since it is contingent on the 

cation-electron recombination rate (16). Speculatively, a wider plateau region would 

result in a longer linear range (of the calibration curve) for an a.c. constant-current 

system. 

With unipolar constant current systems, either voltage or frequency could be used 

as the recorded variable. However, the same cannot be said for an ECD operating under 

constant current conditions when utilizing an a.c. polarizing source. Figure 3.3 shows the 

current-voltage profiles for the Shimadzu ECD under d.c. and a.c. constant-frequency 

polarization. 

Under a d.c. drive, the current rises with voltage and then reaches a "steady state" 

- further increase of voltage does not increase the current. This was used as the basis of 

a d.c. constant-current drive for electron capture detectors (12,13). In that study, at d.c. 

voltages as high as 1000 V the current plateau was not affected. 

With a.c. polarization, the current rises with amplitude until all electrons present 

during the regular field are collected. It reaches a maximum and then declines with 

further increase of amplitude (Figure 3.3). This occurs because the reverse field current 

keeps increasing, thus decreasing the overall current. [The d.c. electrometer used with the 

Shimadzu ECD has a time constant of about 1 s, hence only the 'net' current - sum of 

electrons and positives collected - is observed]. 

The contribution of the reverse-field current to the overall current is dependent 
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O 

Figure 3.3: Current-voltage profile by d.c. - constant voltage and ax. - constant frequency 

excitation. Shimadzu ECD. 
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upon the detector geometry and the operating frequency of the polarizing source. For the 

"stirred-reactor" configuration of the Shimadzu ECD (Figure 2.2) and the high ax. 

polarizing frequency (200 KHz); the contribution of the reverse field current is very 

significant (Figure 3.3). This suggests that pulser frequency is the only reasonable 

monitoring parameter for an ECD operating under a constant-current constraint with a.c. 

polarization. 

Conventional unipolar frequency-modulated, "constant-current" systems operate 

on the correlation that exists between current and frequency; i.e. the frequency is used as 

the indicating parameter. The profile for such a system correlates in time with the low-

frequency region of the a.c. profile in Figure 3.2. In addition, response correlation 

between the two polarization modes has been reported (45). 

For the conventional system, pioneered by Maggs, Joynes. Davies, and Lovelock 

(11); and on the low frequency end of the ax. profile (Figure 3.2), the ECD current (I) 

increases with frequency (f), i.e. 

I oc f (3.1) 

Thus, the electron concentration [e"] in the cell decreases with increasing frequency, or 

[e] oc i/f (3.2) 

The analogous assumption for ax. constant current electron capture detection at high 

frequencies - clearly obvious from Figure 3.2, it would be 

[e] °c f (3.3) 

Analyte entering the ECD captures free electrons and reduces the current. In the 
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conventional case the decline in current is counteracted by an increase of pulser frequency 

(Equation 3.2). However, in the novel mode described herein, the reduction in current 

is compensated for by a decrease of the VCO frequency (Equation 3.3). 

A typical current-frequency profile could be run under "clean" (analyte free), and 

"doped" (analyte present) conditions. Such a profile is shown for the Tracor BCD in 

Figure 3.4, with various amounts of a-HCCH injected. This was done with a bipolar 

square wave imput of constant amplitude throughout, and constant frequency for each data 

point. 

At constant frequency, detector response is expressed by the vertical distance (i.e. 

the difference in current, solid line in Figure 3.4) between the analytc-free, and the 

analyte-containing lines. However, under a constant-current constraint, detector response 

would be represented by the horizontal distance (i.e. the difference in frequency, dotted 

line) between the "clean" and "doped" curves of Figure 3.4. 

With frequency-modulated "constant-current" systems, the upper end of the linear 

range is imposed by the upper end of the available pulsing frequency range, or by a 

breakdown of the proportionality between current and frequency. For conventional 

constant-current systems, the latter holds true for low detector operating currents, and the 

former for high detector currents. In practice, low detector currents are used (less than 

50% of the detector's maximum current), since at higher operating current the noise 

significantly lowers the sensitivity and the linear range is thus shortened at its lower end 

(i.e. the detection limit). Experiments carried out on both detectors suggest that the same 

holds true for an ECD operating under an ax. constant-current constraint. 
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Table 3.1: Performance of Tracor ECD under various Polarization Regimes. 

Polarization mode 

d.c. - constant voltage (-18 V) 

ax. - constant frequency 

( ±20 V, 70 KHz) 

ax. - constant current (0.5 nA) 

MDAU (10-18 mole/s) 

140 ± 23 

34 ± 3 

30 ± 3 

Linearityb 

1.8 ±0.05 

2.0 ± 0.02 

2.5 ± 0.05 

Table 3.2: Performance of Shimadzu ECD under various Polarization Regimes. 

Polarization mode 

d.c. - constant voltage (-0.2 V) 

a.c. - constant frequency 

( ±2 V, 300 KHz) 

ax. - constant current (0.5 nA) 

MDA" (lO"18 mole/s) 

100 ± 11 

34 ± 0.3 

170 ± 27 

Linearityb 

2.0 ± 0.04 

3.0 ± 0.02 

1.2 ± 0.02 

" Minimum detectable amount 

b Orders of magnitude 
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Under ax. constant-frequency conditions, ECD response increases with amplitude 

up to the maximum value tested: ±70 V (16). The pulsing unit used for this experiment 

gave an ax. amplitude of ±15 V, thus low response may be expected. In a conventional 

system, the lower the response the better is the linear range and it is expected that an ax. 

constant-current system would behave in a similar fashion. 

Conventional (unipolar) "constant-current" operation has always provided a 

detector with extended linearity, and it was expected that the a similar result would be 

obtained in this experiment. Figure 3.5 shows calibration curves obtained under d.c. -

constant voltage, ax. - constant frequency, and ax. - constant current modes of operation 

of the Tracor ECD; and Tables 3.1 and 3.2 summarises the performance data of the two 

detectors under the three different polarization modes. 

The data suggest that for the "heterogenous" Tracor ECD, the bipolar ax. constant 

current mode is superior to any of the other modes tested. However, the same cannot be 

said for the more "homogenous" Shimadzu ECD. 

Having proven that it is possible to drive an ECD with alternating current under 

a constant-current constraint, it may be reasonable to speculate how this high frequency 

system works, as compared to the low frequency conventional system. How do these 

two differently responding systems keep the current constant? 

In the low frequency region, the constant-current drive - whether d.c, unipolar 

pulsed, or bipolar (ax. or pulsed) - works against the cation-electron recombination rate 

(44). And in the high frequency region, the constant-current regime - ax. or bipolar 

pulsed types only - cycles so fast that it becomes less and less efficient at electron 
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collection with increasing frequencies; that is electron oscillation as opposed to electron 

collection becomes dominant (15). 

In a constant-frequency system, such as that of Figure 3.2, the area of most 

efficient electron collection is represented by the plateau region. Since electron collection 

is high, the cation-electron recombination rate is low and so is the free electron 

concentration. On both sides of the plateau, the recombination rate as well as the 

concentration of free electrons is large - especially so on the high frequency side (15, 

44). 

The electron capture reaction is first order in electrons (response is proportional 

to analyte concentration). In addition, electrons that are captured by analyte molecules 

form heavy anions. The heavier and slower anions increase the cell impedance, thus the 

cation concentration increases and so does their recombination with free electron (24). 

A constant-current system will therefore have to work to keep electrons away from both 

the electron capture and the recombination reactions by collecting with greater efficiency, 

that is by moving in frequency toward the plateau region of the current profile. 

Therefore, for the low frequency regime, a increase and for the high frequency regime, 

a decrease in frequency results. 



CHAPTER 4 

A Perfectly Linear, High-Sensitivity Electron Capture Detector 

4.1 Introduction 

Initially ECDs were polarized by constant voltage (d.c.) sources and later by 

pulsing regimes. The move from continuous to pulsed excitation did reveal much of what 

is currently known about these detectors. Even though d.c. sources may have been 

unconsciously discriminated against in the early days, pulsing regimes still remain the 

polarization mode of choice for commercial instrument manufacturers. Most 

chromatographers believe that pulsed sources do allow the capture reaction to occur under 

'field free' conditions, and that enhanced response, hence enhanced sensitivity, results. 

They also believe that unipolar pulsing allows the linear range to span a greater 

percentage of the baseline current. 

With the advent of alternating current sources, and the associated theory that at 

high frequencies the electrons oscillate as a result of the bipolar nature of the polarisation 

regime, interesting questions arise. What would happen if the bipolar pulses of an ax. 

regime were separated? That is if 'field-free' intervals were inserted between pulses of 

alternating polarity. In effect, instead of forcing electrons to oscillate continuously, they 

would be allowed to relax. What would the current and response profiles then look like? 

Would there be enhanced capture? And enhanced response? Would the linearity of the 

system be affected? And what other benefits or detriments would be associated with the 

46 
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use of different bipolar pulse sequences? This series of experiments was designed with 

the aim of finding answers to these and similar questions. 

4.2 Experimental 

The Tracor gas chromatograph and conditions are as described in Section 2.1.1. 

The ECD excitation source was the programmable pulser described in Section 2.1.3. The 

pulser output was always connected to the radioactive foil of the ECD, thus a "negative" 

pulse imposed a "regular" field and a "positive" pulse a "reversed" field across the 

detector cell. Further details of experimental conditions and parameters will be given 

when called for in the discussion. 

4.3 Predictions, Results and Discussion. 

4.3.1 The Current Profile. 

The pioneering paper describing ax. electron capture detection (15) suggests that 

due to the alternating bipolar nature of the polarization regime, electron oscillation (as 

opposed to collection) takes place at high frequencies. This oscillation of electrons has 

the effect of 'storing' (increasing the residence time of) electrons in the upper (foil) 

chamber of the Tracor two-chamber detector, causing enhanced cation-electron 

recombination and a reduced current. 

At low frequencies, the current is low because the regular-field is on only 50% of 

the time, and the reversed-field half-cycle produces a small positive current (the d.c. 

electrometer used only sees the net current), but at high frequencies the pulse widths 
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become too small and changes in polarity too quick to effectively 'push' all electrons over 

to the collecting electrode; thus a reduced current (and, at very high frequencies, no 

current) is observed. Somewhere in between (at medium frequencies) a current plateau 

exists. These observations suggest that at high frequencies, should the positive and 

negative portions of the ax. regime be separated, a higher current level may be attained 

since electron oscillation could be interrupted (oscillation being defined as movement in 

one direction followed immediately by movement in the opposite direction). However, 

the positive portion still remains and the current level is not expected to reach the 

maximum d.c. limit (at maximum d.c. current, all electrons are collected) or even the 

corresponding unipolar negative pulse level, but be close to (and above) the ax. plateau 

level. 

Experimentally, using rectangular ax. waveforms with a 12 ps cycle, the two 

pulses (positive and negative portions of the ax. waveform) were incrementally separated 

and the current levels were monitored. These were compared to current levels from a 

normal ax. regime of the same amplitude (± 75 V), and a unipolar pulse train. Each of 

the regular-field pulses used in this study (which for 6 ps exert -75 V) would, by the 

tenets of the classical theory of ECD operation be strong enough to clear the cell of 

electrons (7-8, 21-23). The results are presented in Figure 4.1. 

The results clearly show that as the positive and negative portions of the ax. 

waveform are separated (following the profiles from right to left), the current level rises. 

This rise continues and stabilises to a plateau level when the two pulses are approximately 

15 ps apart. A similar study, but toward a different end, produced comparable results (16). 
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Figure 4.1: A comparison of the current profiles produced with ax. (O), bipolar ( • ) and 

unipolar pulse (V) square wave sequences, in the Tracor ECD. ax. excitation and bipolar 

pulsing: ± 75 V, bipolar pulse widths = 6 ps with incremental separation of pulses such 

that the distance between any two pulses is the same; unipolar negative pulse: -75 V, 

width = 6 ps. Maximum d.c. current: 2.88 nA. 
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The current remains at this level up to an interval of about 60 ps between the pulses. At 

low frequencies, the decline in the observed current was comparable for polarisation by 

either the unipolar negative pulse train or the bipolar pulse train, suggesting that the 

observed current is dependent on the cation-electron recombination rate. But why these 

similarities and differences between the profiles? 

At low frequencies (ca. 0 .1 -5 KHz), it is the two periodically pulsing regimes 

whose profiles join, that is the positive pulse of the bipolar pulse sequence is ineffective 

in this region. This is reasonable since the reversed-field current is only a minute fraction 

of the regular-field current (15), and the system has sufficient time to relax between 

pulses [ca. > 0.5 ms - the time required for cation-electron recombination (44)1. At very 

low frequencies, both profiles must drop to zero, since the distance between the pulses 

is so large as to make the pulses ineffective. 

For the ax. profile however, the current does not, and cannot, drop to zero (for 

this particular detector design, cf. Fig. 3.2). A strong 75 V is continuously being imposed 

in one or the other direction. As the frequency becomes lower and lower, i.e. the "d.c." 

portions of opposing polarity becomes longer and longer, the measurements will show 

correspondingly alternating regular- and reversed-field d.c. currents, if the pulse width is 

significantly longer than the time constant of the measuring circuit. However, when the 

pulse width is shorter (as is the case for > 100 Hz in Figure 4.1) then the net d.c. current 

is seen - it approaches a level that is slightly lower than half the conventional d.c current 

at -75 V (15). 

At medium frequencies, the bipolar regimes reach slightly different current 
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plateaus. The left side rise to the plateau is governed by the cation-electron 

recombination rate (44). The two pulsing regimes reach higher plateaus than the ax. 

regime - a consequence of the heavier ax. regime's higher reversed field current and non-

relaxation. 

At high frequencies, it is the ax. and the bipolar pulsed profiles that join and 

jointly drop to zero. However, the unipolar pulsed profile continues on a plateau level 

corresponding to the -75 V d.c. current. This is as expected, since as the frequency 

becomes higher the unipolar pulses more and more become like d.c. However, the 

bipolar pulses are starting to approach each other closely (at 83 KHz they would 

theoretically merge) and begin to resemble an ax. regime. The ax. pulses become too 

short in that region to drive electrons to the collecting electrode (15), that is electrons 

oscillate at high frequencies until they recombine with cations or collide with some 

conductive structure (in an analyte free system). The two profiles join and start to drop 

from the plateau at about 67 KHz, a frequency that is dependent on the pulse amplitude 

(15). 

One way of investigating the current profile, would be to start with a negative 

pulse train of reasonable amplitude, width, and (high) frequency; and superimpose a 

positive pulse train of equal amplitude and frequency, whose position is slowly shifted 

relative to the negative pulse train. This would define the effect the positive pulse has 

upon the current as it moves away from a negative pulse and approaches the following 

one. In effect, we would be able to see whether the presence of a positive pulse striking 

before the negative pulse would have the same effect as after it. (Of course, one could 
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as well start with a positive pulse train and superimpose a negative one). 

However, before this is done, it would be appropriate to determine what pulse 

width should be used to maximize free electron collection - particularly in light of the fact 

that little knowledge exists about the behaviour of bipolar ECD systems at high 

frequencies. Figure 4.2 presents the current profiles obtained from a unique application 

of the bipolar programmable pulse generator. With the pulse sequence repeating every 

200 ps, and a positive pulse at 1 ps and a negative pulse at 100 ps delay time in the 

sequence, the third pulse of negative polarity was shifted along to various positions to 

cover the repetition cycle, and hence to double the strength of the fixed negative pulse 

(when coming close to its 100 ps delay time). These results clearly indicate that a 

negative pulse width of 2 ps is insufficient to collect all the free electrons; when the two 

negative pulses add up to a combined width of 4 ps, the current still rises. However, a 

5 ps pulse does effectively collect 'all' free electrons (i.e. increasing the width to 10 ps 

does not further increase the current). 

The current profiles of Figure 4.2 do suggest that bipolar pulses do produce other 

effects on the charge polarization within the ECD. The stationary part of the pulse 

sequence resembles bipolar pulsing at 5 KHz - positive and negative pulses strike evenly 

every 100 ps; and the 'mobile' negative pulse strikes in the available intervals. 

The "mobile" negative pulse ("2") is moved from a position closely following the 

stationary positive pulse ("1") to a position closely preceding, then closely succeeding the 

central negative pulse ("3"), to a position closely approaching the starting positive pulse 

("1") of the next sequence, that is the "mobile" negative pulse strikes just before and after 
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both positive and negative stationary pulses. The effect of these four close encounters arc 

more clearly seen from the 2 ps profile of Figure 4.2. 

These four cases are typical of a bipolar pulsed system, and for the 2 ps profile, 

they represent a system in which both recombination and collection of ionic species 

account for significant fractions of the available charge, i.e. the pulses are too weak to 

clear the cell of electrons. In each of the four close encounter cases, the fairly constant 

current level is being severely disturbed. This disturbance occurs on the average, at about 

8 ps - a time that is consistent with the mobility of free electrons (46). And the 

disturbance appears to be consistent, regardless of pulse polarity and precedence - it does 

not matter whether the pulses are of the same or opposite polarity, or which pulse leads 

and which follows. 

In the central region of Figure 4.2 where the 2 ps negative pulses get close to each 

other, we can expect them to act like one 4 ps pulse; and they seem to do so by 

producing, as expected, a higher current. But why is the mobile pulse when not close to 

its centrally located companion, less efficient at electron collection? 

In the region where the two negative pulses are spaced far from one another (about 

10 to 80 ps and 120 to 190 ps), the time span is enough to allow the system to relax. 

The only explanation that could be envisioned is a process in which some of the 

electrons, having been pushed by the first negative pulse into the detector channel leading 

to the anode - but not far enough through to be immediately collected - are both pulled 

back (by the positive space charge they left behind) and pushed back (by their own 

negative space charge) before the second negative pulse strikes. However, if the second 
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negative pulse should strike immediately after the first, the electrons cannot be 

pushed/pulled back, but are rather given another push forward to the anode for collection. 

Since collection is irreversible, closely spaced negative pulses (of no relaxation interval) 

collect a larger current than more widely spaced collection pulses. 

The results show that when pulses of the same polarity approach each other, an 

increase of current occurs; and if the closely approaching pulses are of opposite polarity 

a drop in current is observed. But is the latter effect reasonable? It may make sense if 

the positive pulse precedes the negative (collecting) pulse, but at the right side of Figure 

4.2 it doesn't. When the negative pulse precedes the positive pulse the current should not 

decrease since electron collection is final. Why would a positive pulse (and more so a 

weak one, not capable of producing a significant increase of reverse-field current) 

following a collecting pulse effect a decrease of current? The following paragraphs 

examine this question in more detail. 

The interesting effect is an increase and decrease of current that occur only upon 

close encounter of the pulses (at high frequencies). This may be related to the fact that 

a decrease of current from the plateau level with increasing frequency (speculatively 

attributed to the onset of "electron oscillation") was observed in the Tracor ECD to begin 

at about 4 KHz, when excited by an alternating potential of amplitude +/- 10.6 V, sine 

wave (15). Figure 4.2 suggest that the effect would be discemable at a sequence 

repetition frequency of 10 KHz. 

Therefore, using the bipolar programmable pulser with different (+/-) pulse 

amplitudes for each data set, and a pulse width of 5 ps at a frequency of 10 KHz, the 
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position of the positive ("disturbing") pulse was varied with respect to the stationary 

negative ("collecting") pulse, and the resulting current profile(s) determined. These 

results are presented in Figures 4.3 and 4.4. In addition, the current level in the absence 

of the positive pulse (negative pulses only) is indicated in each plot by a horizontal line. 

As expected, at a high pulse amplitude (± 100 V) the current level is clearly lower 

than that produced by the unipolar negative pulse train, i.e. the presence of the strong 

positive pulse effects the collection of a (small) number of cations and the d.c. 

electrometer sees only the 'net' charge collected. However, it would seem that at low 

voltages (± 20 V, ± 50 V), the positive half of the pulse train has the effect of reducing 

the effective cation-electron recombination rate, thus allowing more electrons to be carried 

over by the ensuing negative pulse to the collecting electrode. This, paradoxically, results 

in a current level higher than that caused by the negative pulses only. It is possible 

(though mere speculation) that the positive pulse somehow disturbs the plasma 

distribution, thus reducing cation-electron recombination so that more electrons are 

collected with the subsequent negative (collection) pulse. The variation of observed 

current with pulse amplitude is shown in Figure 4.5. 

The second order cation-electron recombination reaction is highly concentration 

sensitive. This reaction in conjunction with the activity of the radioactive foil determines 

the highest possible concentration of ion-pairs in a clean detector (29, 44). In addition, 

the distribution of ion-pairs in the ECD is heterogenous over the dimensions of the 

detector cell, due to the roughly exponential distribution of ion-pairs generated by the 61Ni 

betas, i.e. a relatively thin layer of fairly dense plasma lines the radioactive foil (16, 18). 
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Therefore any process that disturbs the charge distribution in the detector will affect the 

recombination rate, and allow overall higher charged-particle concentrations to exist. 

This is exactly what the positive pulse does: it pulls electrons toward and pushes 

cations away from, the radioactive foil. In contrast, the negative pulse does the opposite 

and effects electron collection. The resulting increase in the overall electron concentration 

allows a larger current to be later collected. But why is there a voltage dependence? 

In Figures 4.3 to 4.5, at low voltages the current is low. Therefore, few charged 

particles are collected, hence they must recombine and possibly recombination proceeds 

close to its maximum rate. In contrast, at high voltages the current is close to its 

maximum value, i.e. most charged particles are collected, and very few recombine (a low 

recombination rate). 

Therefore, at a very low voltage setting the effect of the disturbing pulse on the 

overall plasma distribution must be small, since the rate of ion-pair generation is far 

higher than the rate of ion-pair collection. However, the disturbing pulse affects the 

collection process much more strongly. Electrons that are not collected when the negative 

pulse is on have a high chance of recombining with the greater number of wider 

distributed cations. When the time is too short for relaxation to occur, the number of 

collected electrons (and the current) severely drops. The effect is so strong that the 

bipolar current remains below the unipolar current even in the middle of the plot. 

At the very high voltage setting the effect of the disturbing pulse on the ion-pair 

distribution could be strong and that should decrease the recombination rate. However, 
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ion-pair collection is high, hence the recombination rate must be low, thus the effect has 

to be small. Therefore the bipolar current remains close to the unipolar current, but 

below it since the positive pulse collects a small reverse current which is summed with 

the electron current by the slow electrometer. 

At intermediate voltage settings, the system is not governed by either a high 

recombination rate, nor by a high collection rate; thus the number of collected ion-pairs 

should be comparable to the number of recombined ion-pairs. This gives the positive 

pulse the chance to disturb the charged particle distribution enough to suppress the 

recombination rate and a higher current is collected from the now higher charged-particle 

concentration. 

These results also indicate that as oscillation is interrupted and the system 

presumably relaxes between pulses, the current increases to a plateau level, that is as the 

bipolar pulses are separated, the current rises and levels off when the pulses are 

approximately 15 ps apart (re: Figures 4.3 and 4.4). In common with the behaviour of 

ax. sources, this plateau becomes more prominent as the amplitude of the pulses is 

increased. But what happens in the relaxation interval? In other words, why does the 

increase to and decrease from the plateau occur? 

The profiles of Figure 4.3 and 4.4 indicate that the current drops dramatically 

when the positive pulse closely leads or follows the negative pulse and especially at low 

voltages, the current drops to zero. In mechanistic terms, the effect has to be different 

for each configuration. The "disturbing" positive pulse preceding the "collecting" 

negative pulse is expected to produce a decrease in current, but why should a positive 
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pulse following a negative pulse produce a decrease in current, especially so since 

electron collection is final? 

The only reasonable speculation for the current drop on the left side of Figures 4.3 

and 4.4 (where the negative pulse leads the positive pulse) is that the electrons were 

transported from the foil chamber through the central channel into the electron collecting 

chamber, but they did not actually reach the anode during the negative pulse. If no 

positive pulses were to follow, some of the electrons would migrate to the collecting 

electrode, being driven there by their own negative space charge. Some might also return 

through the channel to the foil chamber, being pushed there by their own space charge, 

and being pulled there by the net positive space charge of the plasma. 

However, if the positive pulse should hit before the system has had time to relax, 

most of the electrons (that were pushed by the preceding negative pulse) would be driven 

back to the foil chamber, where they either recombine with cations or again pushed over 

to the collecting chamber (by the subsequent negative pulse). However, this assumed 

scenario will work only if the pulses are so weak that they are just able to push electrons 

out of the plasma and into the channel and at low voltages, the experimental results bear 

this out. At high voltages, the subsequent positive pulse cannot reverse the electron How 

since the pulses are strong enough to drive the electrons all the way to Ihe anode where 

they are collected. 

The right side decrease in current from the plateau level in Figures 4.3 and 4.4 is 

expected. The ECD behaves like a rectifier diode - it allows the current to flow much 

more easily in the regular-field direction than in the reversed-field direction (24). 
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Therefore, the positive pulse would only polarize the charge distribution in the foil 

chamber because it is too weak to push larger numbers of cations into the collection 

chamber and electrons into the foil. Thus, if the subsequent negative pulse strikes before 

the system has had time to relax (< 15 ps), it would need extra strength to overcome the 

polarisation and effect electron collection. Since both pulses are of equal (but opposite) 

amplitude, the effect is expected to be less dependent on voltage; an expectation that is 

confirmed by the experimental results. 

As a matter of completeness, it was interesting to observe what effect the variation 

of positive pulse strength would have on the current. With this in mind, the width and 

the amplitude of the positive pulse were varied (each separately) while the parameters of 

the negative pulse were kept constant. Figure 4.6 presents the current profile when both 

the positive and negative pulse amplitudes are equal, but the width of the positive pulse 

is varied. It should be noted that although these experiments were done at a frequency 

of 10 kHz - a region where electron oscillation is expected to take place under ax. 

conditions, any two pulses were separated by a minimum of 24 ps, which should be 

enough to allow the system to relax (the effect of electron oscillation is not present or is 

minimal). These results suggest that there exists an optimum positive pulse width for 

producing the maximum current output. The position of this maximum varies with the 

amplitude of the pulses. At low amplitudes it takes a wider positive pulse to give 

maximum current output; while at high amplitudes the width of the positive pulse 

required to optimize current output is smaller. That is the system depends - though not 

linearly - on the "effective voltage" (pulse amplitude and width). A similar 
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behaviour was observed with the use of unipolar pulse sequences (18). 

According to the classical theory of ECD operation, there are two major processes 

occurring within the detector that decrease the number of charged particles. These are 

cation-electron recombination and cation-anion neutralization. The latter requires the 

presence of an analyte (electron-capturer), and since these experiments were done in 'pure' 

nitrogen gas, no analyte-derived anions were present. This then leaves as the only 

explanation the recombination process. However, even though cation-electron 

recombination is expected to be the dominant factor, it should be noted that the presence 

of the reversed-field pulse will result in the collection of (a small number of) cations at 

the collecting electrode, and of (some) electrons at the foil; with the collected 'net' charge 

being reported as the current. 

It would seem that at lower voltages, as the width of the positive pulse is 

increased, it slows the recombination reaction by separating cations from electrons with 

the latter then being collected by the ensuing negative pulse. The positive pulse may 

even reduce (to a small extent) the amount of cations in the upper (foil) chamber of the 

detector, giving electrons less of a chance to recombine with the fewer cations present. 

As the positive pulse width increases it increases the positive ("reversed-field") current, 

and thereby reduces the overall current as seen by the d.c. electrometer. 

Figure 4.7 shows the current profile produced when the amplitude of the positive 

pulse is varied with respect to a constant negative pulse amplitude, with both pulses being 

of the same width. Similar reasoning to that used above, suggests that at a low negative 

pulse amplitude there is a noteworthy increase in the current level. However, since the 
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pulse width is small, increasing the positive pulse amplitude does not cause a significant 

drop in the standing current. 

In a sense, these experiments confirm the fact that the presence of a positive pulse, 

paradoxically, can increase the detector's standing current. It rules out any suspicion that 

the effect seen in the earlier curves may have been an electronic artefact. 

4.3.2 The Response Profile 

What is responsible for response within the ECD? As far as the primary process 

is concerned, the obvious answer is: the capture of electrons by analyte molecules. But 

what happens then? Two conflicting answers have been given to this question. The 

"Classical Model" relies on neutralization of analyte-derived anions as the reaction 

responsible for response. However, one of its major drawbacks is that it cannot explain 

hypercoulometry (the apparent capture of more than one electron by an analyte molecule). 

The other explanation relies on the "Space Charge Model", which assumes the slow 

migration to, and possible collection at, the anode of analyte-derived anions, a process 

that creates a negative space charge that, in turn, impedes electron migration and thus 

enhances cation-electron recombination; the consequent reduction in current is seen as 

response. This Space Charge mechanism is compatible with the phenomenon of 

hypercoulometry. There is no clear-cut evidence to suggest that either one of these 

mechanisms alone is entirely responsible for response. Both may take place 

simultaneously; to what extent is unknown (18, 28). 

If the current profiles presented in the previous section may be used as a guide, 
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then it is fairly obvious that, as the positive pulse is moved away from the negative pulse 

(from left to right), more electrons are left over as a result of reduced cation-electron 

recombination. These electrons essentially remain in the upper foil chamber of the 

detector until they are collected by the next negative pulse. How would this affect 

response? The presence of the positive pulse effects 'storage' of electrons, hence when 

the analyte enters the detector, enhanced capture is expected to take place. This, of 

course, may result in a larger response which may even be hypercoulometric. A recent 

publication suggested that all response in commercially available, conventional ECDs is 

hypercoulometric, if based not on the moles of analyte but on the moles of anions formed 

from it (28). However, at low currents, even though the capture rate may be high, the 

response may not be seen because the current is not available to translate the "capture" 

into "response". Therefore, the prediction is that the response would increase as the 

positive pulse is moved away from the negative pulse. Of course, as the positive pulse 

closely approaches the ensuing negative pulse, and the current decreases steeply, the 

response would also drop. 

The experimentally derived results are presented in Figures 4.8 and 4.9. The 

response profiles, superimposed on the corresponding current profiles, turn out as 

predicted, i.e. an increase in response with the movement of the positive pulse away from 

the negative pulse. In addition, at higher voltages, two response maxima corresponding 

to the inflection points of the current profile are observed. The magnitude of the response 

maxima varies for obvious reasons: the higher response maxima occurs where many more 

electrons and hence a higher current is available to translate electron capture into response. 
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Figure 4.8: (•) Response profile produced by the bipolar two pulse sequence, 

superimposed on the corresponding current profile (o). Pulse amplitude: +/- 20 V, 

repetition time: 100 ps, pulse width: 5 ps. Analyte: 5 pg a-HCCH. D = Delay time. 
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Figure 4.9: (•) Response profile produced by the bipolar two pulse sequence, 

superimposed on the corresponding current profile (o). Pulse amplitude: +/- 50 V, 

repetition time: 100 ps, pulse width: 5 ps. Analyte: 5 pg a-HCCH. D = Delay time. 
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Constant-voltage d.c. excitation of an ECD produces a response/voltage profile that 

shows a maximum corresponding to the 'knee' of the current/voltage curve. However, ax. 

excitation suggests that the response increases with the voltage (16). As to what this 

excitation mode would produce as the voltage of the pulses is increased, can only be 

ascertained by experiment. Figure 4.10 presents the response/voltage profile 

superimposed on the current/voltage profile at a frequency characteristic of the higher 

response maximum. Interestingly enough, this picture is very similar to a current/voltage 

plot from conventional d.c. polarisation. The voltage is much higher in the bipolar pulse 

plot, but then that voltage is only "on" for a short fraction of the time. At high voltages, 

most of the electrons are collected hence unavailable for capture and response is low, and 

at low voltages the baseline current is very low, the cell current (analyte present) is lower, 

and the difference between the two (the response) must also be low. It should be noted 

that at these conditions the electron capture rate is high, but the observed response does 

not reflect that. Somewhere between these extremes must lie a maximum - at about the 

'knee' of the current/voltage profile. This is not necessarily different from the results of 

the ax. study - the maximum ax. amplitude used was ± 70 V, which was probably not 

enough to effect a decrease in response. 

To answer another question frequently asked of ECD performance: is the response 

coulometric or hypercoulometric? If the behaviour of the higher (right side) maximum 

under bipolar pulsing conditions does indeed resemble d.c. (and therefore a typical 'space-

charge' mechanism) response should turn out to be hypercoulometric. The right side axis 

of Figure 4.10 represents the response profile in terms of the number of electrons captured 
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per molecule of a-HCCH. The result clearly shows that the response is hypercoulometric 

even at low voltages. At maximum, it suggests the apparent 'capture' of close to four 

electrons per molecule of analyte. Presumably, like its d.c. counterpart, the position of 

the response maximum should shift to higher voltages with an increase in the amount of 

the analyte, and the hypercoulometric ratio should increase with pressure. 

4.3.3 Sensitivity and Linear Range 

In practice, the performance of any quantitative chromatographic system is judged 

by its sensitivity and linearity. How does the system described herein perform? At its 

best, with a-HCCH as the analyte, a minimum detectable amount of 5*10"18 mol/s and a 

linear range of approximately three orders of magnitude was obtained (Figure 4.11). This 

is with the positive pulse ending 3 ps before the negative, pulse strikes (or a positive pulse 

delay of 93 ps in a 100 ps pulse period). More importantly, however, is the observation 

that the linearity ends because the detector standing current has been completely 

exhausted (see chromatograms in Figure 4.12). This is most unusual. Conventional ECD 

calibration curves (non constant-current) become non-linear when response exceeds 

around, say, 10 - 30% of the standing current. Linearity right up to 100% of the standing 

current appears incompatible with the kinetics of a second-order capture reaction. To 

date, this is the only case in which the linear range of an ECD system extends all the way 

to zero standing current. In other words, this polarisation mode produces a totally linear 

ECD response. Since the ECD responds by a reduction of standing current, it should be 

obvious that, if the total current is completely "consumed" (speculatively: completely 
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impeded by the negative space charge) the linear range can extend no further. 

These results suggest that if the standing current could be increased, for instance 

by using a tritium containing foil (whose ionisation rate is much larger than that of 

nickel-63), then the linear range of the system could be further increased (in terms of 

higher loadings of analyte). It should be noted however, that the detection limit of the 

system may be affected since a higher activity foil produces a larger noise level (and the 

detection limit is quoted at a signal to noise ratio of 2). 

However, another practical alternative is to use an argon-methane mixture as 

carrier gas (5% methane in argon being a commonly used ECD carrier gas). This 

approach has previously been utilized in this laboratory with ax. polarization of the 

Tracor ECD, yielding a maximum of 4.5 nA current using the argon-methane mixture as 

compared to only 3.2 nA with nitrogen (16). Speculatively, use of the argon-methane 

mixture may result in a linear range in excess of the three orders of magnitude realized 

in this study. 

How does this extraordinary effect of a perfectly linear calibration curve occur? 

The obvious but non-committal answer is that it is caused by the presence of the positive 

pulse. Other than ax. excitation done by our group, there is one other publication relating 

performance to bipolar pulsing of ECD's. Simon and Wells (47), for their bipolar 

constant-current ECD, used a pulse regime consisting of an initial extraction pulse 

(negative portion), immediately followed by a reverse-biased (positive) pulse. (Note: this 

is opposite of our better mode). They suggested that the positive pulse "repairs" the 

inhomogeneity within the plasma caused by the collecting pulse, and minimizes the 



77 

collection of anions. And, in common with this study, linearity improved (but not to the 

exhaustion of the standing current). 

The fact that the observed response is hypercoulometric (Figure 4.10) suggests a 

major contribution from the space charge mechanism. The Varian detector used in Simon 

and Wells' study is of completely different design than that used in ours. The former can 

be described more or less as a 'stirred reactor', but the Tracor ECD (used in this study) 

is of a two chamber construction and has often been used to model non-homogenous ECD 

kinetics. 

The one thing that is very obvious is that the presence of the positive pulse docs 

improve the linearity. In the Varian detector, the positive pulse immediately follows the 

negative one; improved linearity was observed but the response became non-linear at high 

analyte concentrations. On the other hand, the Tracor detector was excited with the 

positive pulse striking 3 ps before the collecting pulse, and the calibration curve was 

completely linear. This does suggest that the position of the positive pulse influences the 

linearity of the system - a suggestion that is easily demonstrated by experiment. Using 

the programmable bipolar pulser, the linear range was determined when the positive pulse 

followed the negative pulse by 1 ps (the left response maximum), and 44 ps (in the 

current plateau region) of the response profiles as shown in Figures 4.8 and 4.9. 

The linear ranges of the calibration curves suggest that, as the reverse biased pulse 

is shifted from one collecting pulse toward the next, the linearity only improves 

drastically when the reverse biased pulse strikes close to the subsequent collecting pulse. 

More precisely, at a fixed frequency of 10 kHz, with the positive pulse at delay times of 
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7, 50, and 93 ps; the linearity was 61, 58, and 100 % respectively, of the baseline 

currents. 

Exactly how this effect occurs is unknown. The basic electron-capture reaction 

may be represented as: 

e" + A —> A" 

where A represents the analyte molecule. The rate of reaction is given by: 

Rate = k [e][A] 

where k is the capture constant for the analyte. The results imply a first order reaction, 

which suggest that for varying analyte concentrations, the rate and hence response, is 

directly proportional to the analyte concentration (and the system is linear) as long as the 

electron concentration is not significantly depleted. Experience has shown this level to 

vary with the excitation mode of the detector. For the Tracor ECD used in this study, the 

determined values (for 10 % deviation from linearity) are about 34 % by d.c. excitation, 

and approximately 47 % (of baseline values) for the unipolar pulsed mode. However, 

even if we were to consider the linearity as a percentage of the maximum d.c. current 

(2.88 nA), our bipolar regime allows a linear range extension of 2 times that of the 

corresponding unipolar polarisation regime (Table 4.1). 

A 100 % linearity could mean that either the free electron concentration is 

unimportant (an unlikely situation) or that the presence of the reverse biased pulse does 

truly increase the concentration (residence time) of electrons within the detector. Electron 

"storage" would also be congruous with the observed excellent sensitivity. 
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Table 4.1: Variation of linearity of Tracor ECD with polarisation mode. 

Polarisation mode 

direct current 

pulsed unipolar 

pulsed bipolar 

Linearity as % of: 

maximum d.c. current 

28 

34 

(68)** 

baseline current 

34 

47 

100 

* All constant voltage, constant frequency 

** Baseline current limited 



CHAPTER 5 

A Study of the Relaxation Phenomenon in a "Stirred Reactor" Design 

Electron Capture Detector 

S.l Introduction 

Bipolar polarization of an ECD with a non-homogenous ion-pair distribution 

resulted in a high sensitivity detector that also produced a perfectly linear calibration 

curve (Chapter 4). The non-relaxed ax. constant frequency polarized detector performed 

better than (and sometimes comparable to) its unipolar counterpart. However, ax. 

constant frequency polarization of the Shimadzu ECD (of nearly "homogenous" ion-pair 

distribution) at high frequency resulted in a much more sensitive detector with a longer 

linear range of the calibration curve: 34 attomole s"1 and 3 orders of magnitude for ax. 

constant frequency polarization (a,t 300 KHz, ±2 V) as compared to 100 attomole sl and 

about 2 orders of magnitude linearity for d.c. polarization (Table 3.2.) 

The basic processes occurring within ECD's are the same, regardless of their 

geometry. However, the shape of the detector affects the kinetics of these processes. In 

the Tracor ECD (Figure 2.1), the electron collecting chamber can be safely assumed to 

be relatively free of cations. Cations being larger and slower compared with electrons 

have little chance of making it through the narrow channel into the electron collecting 

chamber unless, of course, they are being "pushed" or "pulled" by an appropriate field 

80 
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gradient and even then the contribution is small. A similar situation, cannot be assumed 

for the Shimadzu ECD (Figure 2.2.) where the design and geometry allows the electron-

generating and electron-collecting processes to occur within the same chamber. 

This study was designed to evaluate the effects of the bipolar relaxation 

phenomenon within a "stirred-reactor" design ECD. More specifically: would the 

Shimadzu ECD behave similarly to the non-homogenous Tracor ECD? And, if not: what 

mechanistic processes within a homogenous type ECD are responsible? 

5.2 Experimental 

The operating conditions of the Shimadzu gas chromatograph are as described in 

Section 2.1.2. The ECD was polarized by 9 V batteries (connected in scries when 

necessary), and the programmable pulser described in Section 2.1.3. Further details of 

experimental conditions and parameters will be given when appropriate, in the Results and 

Discussion section. 

5.3 Results and Discussion 

5.3.1. Detector Homogeneity 

Electron capture detectors can be classified into two major categories. Cell 

configurations that give "non-homogenous" and "close to homogenous" ion-pair 

distributions are frequently described in the literature (7, 8). The parallel plate and 

"centre pin" coaxial designs are the ones that give a more homogenous plasma 

distribution. The Shimadzu ECD used for this study is of the latter type. Computer 
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simulation of the possible mechanism(s) within ECDs are generally based on homogenous 

ion-pair distribution. Such theories are replete in the literature and the cell is often 

referred to as a "stirred reactor", although obviously no physical stirring takes place. 

If indeed the ion-pair distribution was homogenous, then under a d.c. drive, the 

same current-voltage and response-voltage profiles would be obtained whether the foil 

was negatively polarized (electrons collected) or positively polarized (positive ions 

collected), i.e. the regular or reversed field modes respectively. However, even in a 

symmetrical cell construction, this is obviously not the case. The impedance of an ECD 

to ion collection is two-fold - physical and chemical. In fact, an ECD operates much like 

a diode (or rectifier); that is it allows the current to flow more easily in one direction than 

in the other. It is this behaviour that allowed the ECD to function adequately with an ax. 

polarizing source using a d.c. amplifier, without any additional circuitry (15). 

Figure 5.1 shows the current-voltage and response-voltage plots for the Shimadzu 

coaxial "centre pin" ECD operated in the regular and reversed field d.c modes. It is clear 

from these profiles that even if the plasma is homogenous, the detector is not electrically 

isotropic, i.e. electrons are more easily collected in the regular field mode compared to 

cations in the reverse field mode. In a "clean" (analyte free) ECD, under a given 

electrical field strength, the velocity of unimpeded electrons is about 3 to 4 orders of 

magnitude faster compared to cations. Generally, it is the "residence time" of cations 

(and in the presence of analyte, anions) that determines the current. However, other 

factors are important. The rate of electron generation by interaction of (3" radiation with 

molecules of the carrier and/or purge gas (and if analyte is present, the electron capture 
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rate of the particular analyte), the cation-electron recombination rate (and in the presence 

of analyte, the cation-anion neutralization rate), and space charges that control current 

flow within the detector. These "chemical" parameters are responsible for the electrical 

anisotropy of the Shimadzu ECD. 

In a non-homogenous detector, such as the Tracor ECD, electrical anisotropy is 

brought about primarily by asymmetric detector geometry. In fact, asymmetric electrode 

placement within ECD's is very common. The main impetus favouring the asymmetric 

geometry is that the more difficult it is to collect electrons, the better the chance of 

capture and hence the higher the response. However, the space charge theory has 

suggested that a higher response is possible without greater capture, a suggestion that has 

been demonstrated by experiment (48). 

In a d.c. drive, for the regular field direction, electrons are driven to the collecting 

electrode and cations to the foil; in the reverse field mode the observed current is due to 

cation collection, while electrons are lost by cation-electron recombination and by 

collection on the foil. For the pulse mode, the space charge is different as compared to 

that created by a continuous d.c. field. In fact for a coaxial centre pin ECD, operating 

in the pulse mode the maximum d.c. current is never achieved. Grimsrud and Warden 

(49) estimated that in the pulse mode, up to 25% of maximum d.c. current (due to 

electron collection) is not seen, the reason being that the electron current is reduced due 

to migration of positive ions to the collecting electrode and only the 'net' current is 

observed. However, like the d.c. mode response in the regular field pulse mode is much 

much greater as compared to the reverse field mode. 

i 
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5.3.2. The Current Profile 

Current-frequency profiles by ax. polarization of the Tracor and Shimadzu ECDs 

are shown in Figure 3.2. These profiles, as well as comparison of the respective d.c. 

profiles suggest that the "impedance to electron collection" of the Shimadzu ECD is about 

an order of magnitude lower compared to the Tracor detector. For the Tracor system, the 

optimum relaxation conditions were observed at a pulse repetition time of iOO ps, which 

would suggest that, if present, a similar effect would be observed in the Shimadzu ECD 

at frequencies close to 100 KHz. 

Figure 5.2 presents the current profile obtained by polarizing the Shimadzu ECD 

with bipolar pulses of varying (+/-) amplitudes, at a pulse repetition time of 12 ps, using 

pulse widths of 1 ps. The current level obtained with positive pulses only is compared 

with that obtained by varying the position of reverse-biased (negative) pulse, in the 

bipolar two pulse sequence. 

Similar to the Tracor system (Figure 4.3 and 4.4) the current rises dramatically and 

becomes higher than that due to the collecting pulses only (at the same frequency), when 

the reverse biased pulse approaches the subsequent collecting pulse. The effect is more 

dramatic at low voltages, as is also the case for the non-homogenous Tracor ECD. 

However, when the reverse bias pulse immediately follows the collecting pulse, the 

observed current decreases below that due to the collecting pulse sequence. This effect 

was absent in the two chamber Tracor detector. 

The profiles were done under "clean" pulse conditions, i.e. no analyte present. 

Hence, the dominant processes are thermal electron generation and cation-electron 
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recombination: 

Ionization: M + [3" —> M+ + e" + (3" (weaker) (5.1) 

Recombination: e" + M+ —> M (5.2) 

where e" = electrons or any anion and 

M+ = any cation 

Electron loss by reaction with electron capturing species of the carrier gas, by 

diffusion to the walls and by ventilation with the earner gas flow, are generally low and 

thus considered insignificant. Also, cations could be produced by ionization of species 

other than carrier gas molecules: such as stationary phase bleed, carrier gas impurities, 

etc. 

In the Tracor detector, it was suggested that electrons once pushed through the 

channel and into the collection chamber have little chance of recombining with cations 

and are essentially collected. However, in the Shimadzu ECD, a reverse bias pulse 

immediately after the collecting pulse essentially "pushes" the electrons into the positive 

space charge zone (close to the foil) and hence increases cation-electron recombination 

and the observed current drops. It should be noted that the current was monitored via an 

electrometer with a 1 s time constant - thus only the 'net' current was observed. In 

addition, a reverse bias pulse would collect positives, which as discussed earlier could 

reduce the maximum observable current by as much as 25%. But, the major effect has 

to be on the cation-electron recombination reaction. If it was not, the bipolar current 

profile would be similar to the unipolar current profile, but somewhat lower due to 

positive ion collection. 
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With some delay (about 2 ps) between the reverse bias pulse following the 

collecting pulse, the effect reaches a maximum; and an electrical double layer once again 

develops (cations close to the foil and electrons further away). As would be expected the 

negative pulse would push the electrons away from the collecting electrode, but now, the 

"pushed" electrons encounter electrostatic repulsion from the electrons of the "double 

layer". Recombination is thus much reduced and the free electrons are collected by the 

next positive pulse. The current increases to a maximum when the reverse bias pulse is 

about 1.5 ps before the collecting pulse when the current begins to drop. The positive 

and negative pulses are so close together that electrons oscillate with the field, and are 

not collected. 

5.3.3. The Response Profile 

For unipolar pulse (constant frequency) operation, ECD response shifts with the 

effective voltage, i.e. response is dependent on pulse amplitude and width (V*t). This is 

generally the case - for the d.c. constant voltage mode, response is very dependent upon 

the voltage. Thus, for a bipolar system response could be expected to vary with voltage, 

but their exact interdependence could only be ascertained by experiment. 

Similar to the Tracor detector, a bipolar pulsed "stirred reactor" (Shimadzu) ECD 

behaves in a similar way to d.c. polarization (cf. Figures 4.10 & 5.3). Such a behaviour 

is indicative of a space charge phenomenon. It should be noted that the space charge 

theory is diffe rent for heterogenous and homogenous ECDs (24, 29). 

For a "non-homogenous" detector, a slow moving space charge of anions (formed 
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by interaction of electrons with molecules of the analyte) impedes by electrostatic 

repulsion, electron collection and increases cation-electron recombination. The scenario 

is different in a "homogenous" ECD. Cation-anion neutralization is much slower 

compared to cation-electron recombination. This slower neutralization effectively 

increases the cation concentration within the detector (since electrical neutrality must 

prevail). This increased cation concentration results in increased cation-electron 

recombination. In both systems the increased recombination results in the observed 

response being higher than the coulometric limit. It should be noted that a higher 

response does not necessarily mean greater reaction (electron capture by analyte), since 

reaction and response have been separately monitored within an ECD; and reaction can 

be of the same extent while response could be higher (26). 

Much more important to this study is the effect voltage has on response in a 

bipolar system as the position of the negative pulse is varied with respect to the positive 

pulse. Figures 5.4 and 5.5 show the variation in response with voltage as the reverse bias 

pulse is moved to different positions in the repetition cycle of the forward bias pulse. It 

is clearly obvious from these profiles that while the response at the edge (reverse-bias 

pulse just before the forward bias pulse) is independent of voltage, the central response 

maximum is highly dependent upon the voltage and the position of the negative pulse. 

The best response being observed at ± 2.5 V, and a reverse bias pulse delay of 6 ps in 

a 12 ps bipolar pulse period. 

Interestingly, a two point simplex optimization procedure using ± volts and 

negative pulse delay as variables [the pulse period of 12 ps and pulse width of 1 ps was 



91 

<! 

EH 

PH 

PH 

u 

2.5 

2.0 

1.5 

1.0 

0.5 

0.0 

2.0 

1.5 

1.0 

0.5 

+ / - 2 V 

**V # • - • ' * ' 

0 

- V 

CURRENT 

V RESPONSE (*4) 
i i : L 

+ / - 3 V 

• CURRENT 

V RESPONSE (*4) 

.'• • * \ R / t I ~ 
jf*r*\^j*J \ 

2 4 6 8 10 

NEGATIVE PULSE DELAY (us) 

12 

Figure 5.4: Response profile (V) produced by the bipolar two pulse sequence, 

superimposed on the corresponding current profile (•). Pulse amplitude: ± 2 V (above), 

± 3 V (below); repetition time: 12 ps, pulse width: 1 ps. Analyte: 5 pg a-HCCH. 



92 

< 

EH 

PH 
PH 
& 

2.0 

1.5 

1.0 -

0.5 
0 

CURRENT 

O RESPONSE (*4) 

o~o 

2 4 6 8 10 

NEGATIVE PULSE DELAY (us) 

2.5 

2.0 

H 
<! 
PH 

u 
PH 
EH 

1.5 S 
o 

W 
PH 
>-

1.0 

12 

Figure 5.5: Response profile (o) produced by the bipolar two pulse sequence, 

superimposed on the corresponding current profile (•). Pulse amplitude: ± 2.5 V, 

repetition time: 12 ps, pulse width: 1 ps. Analyte: 5 pg a-HCCH. 



93 

fixed] showed that maximum response could be obtained at ± 2.3 V at a reverse bias 

pulse delay of 6.0 - 6.4 ps, that is close to that presented in Figure 5.5. However, if the 

simplex procedure is expanded to include the pulse period as an additional variable, then 

the response maximum is located at a negative pulse delay of 16 - 18 ps, a pulse period 

of 20 - 22 ps, and ± 2.2 V. A response profile done at 20 ps pulse period, ± 2.2 V with 

the variable being the negative pulse delay showed that the response profile essentially 

followed the current profile. 

Response in a bipolar system varies with the position of the reverse bias pulse. 

From a mechanistic point of view, it would be interesting to see whether the relative 

response varies with the type of electron capturer. With this in mind, the response of 

pentachloroethane, nitrobenzene, and tetrabromoethane [Supplier: Organic Mini-Stockroom 

(Model 0-1000A) of Chem-Service, West Chester, PA.], as well as two unknown peaks 

which showed up in the chromatogram were compared at different positions of the 

negative pulse. For this experiment ± 2.3 V pulses, with the sequence repeating every 

12 ps were used. Although an arbitrary amount of analyte was tested in the mixture, it 

was ensured that the concentration present was within the linear range, simply by 

injecting multiple amounts and checking whether the response varied in proportion to the 

injection volume. Table 5.1 presents the response with respect to nitrobenzene, the 

central peak in the 5 peak chromatogram. Interestingly, the response of the different 

electron capturers is about the same regardless of the position of the negative pulse. This 

does suggest that it is one major mechanism that controls the response, in the ECD, 

regardless of the nature of the electron capturer, i.e. associative, dissociative, etc. 
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Table 5.1: Response vs. position of reverse bias pulse in a bipolar two pulse sequence. 

Analyte 

Pentachloroethane 

Unknown #1 

Nitrobenzene 

Unknown #2 

Tetrabromoethane 

Negative pulse delay (ps) 

1.8 

1.5 ± 0.0 

1.7 ±0.1 

1.0 

1.2 ±0.1 

2.4 ± 0.1 

6.2 

1.5 ±0.0 

1.2 ± 0.0 

1.0 

1.1 ± 0.0 

2.4 ± 0.0 

8.5 

1.7 ± 0.1 

Ll ± 0.0 

1.0 

1.1 ± 0.0 

2.5 ± 0.1 

10.8 

1.6 ±0.1 

1.2 ± 0.0 

1.0 

1.2 ± 0.1 

2.3 ± 0.1 

Hypercoulometry, the phenomenon that suggests that an ECD consumes more 

electrons than moles of analytes supplied, has been observed before within asymmetric 

design ECDs. The hypercoulometry ratio varies with the type and operating conditions 

of the detector; and does not allow the ECD to be used with a great degree of precision 

as a gas phase coulometer, i.e. without using calibration standards. However, 

hypercoulometry is useful in that the higher the ratio the greater the sensitivity of the 

detector. 

The more asymmetric a detector, the longer it takes for electrons to be collected. 

In the presence of analyte, the chance of electron capture would be higher and could lead 

to a large hypercoulometric ratio. However, in a symmetric ECD, one would not expect 
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hypercoulometric behaviour. The largest hypercoulometric ratio has been found in a 

pressurized, d.c. driven, asymmetric ECD. There, at 5 atm pressure, one molecule of 

analyte seemed to be able to capture up to 50 electrons (48). On the basis of electrostatic 

repulsion alone, such a capture is impossible. Hypercoulometry was therefore explained 

on the basis of an increased cation-electron recombination rate, in the presence of anions. 

Hypercoulometry was observed in a unipolar pulse driven, axially offset concentric 

ECD (28); and in a bipolar asymmetric ECD (Chapter 4, Figure 4.10). The right side axis 

of Figure 5.5 shows that hypercoulometry is present in a bipolar pulsed "stirred reactor" 

type ECD, and under these conditions one molecule of a-HCCH seems capable of 

capturing three electrons. 

Table 5.2 gives the peak to peak noise level, SNR, MDA, the hypercoulometric 

ratio, and the linearity as the position of the negative pulse is varied with respect to the 

collecting pulse, when the pulse sequence repeats every 12 ps. 

The data show that within a bipolar two pulse sequence, when the position of the 

positive pulse is fixed and that of the negative pulse is varied, the minimum detectable 

amount and SNR improve as the reverse bias pulse occurs close to (but just before) the 

collecting pulse. However, it v/ould seem that the presence and position of the reverse-

bias pulse affects the noise within the detector. The minimum noise level is achieved 

when the negative pulse is just before the collecting pulse and the worst noise level is 

seen when the negative pulse closely follows the collecting pulse. 

It is very unlikely that the reverse-bias pulse could affect the noise due to the 

random nature of radioactive decay. Therefore, it is more likely that the noise is due to 
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Table 5.2: Performance characteristics of the Shimadzu ECD when polarized with a 

bipolar two pulse sequence; where the position of the reverse bias pulse is varied with 

respect to the positive pulse. Pulse width: 1 ps, pulse amplitude: ± 2.3 V, pulse sequence 

repeats every 12 ps. 

Parameter 

Noise (pA) 

'SNR 

2MDA 

3HCR 

4Linear range 

Negative pulse delay (ps) 

*0 

3.0 ± 0.2 

2110 ±76 

93 ± 5 

1.0 

1.2 

1.3 

3.3 ± 0.3 

1389 ± 58 

141 ± 13 

0.7 

1.0 

6.2 

2.2 ± 0.2 

2399 ± 117 

82 ± 7 

0.8 

1.6 

8.5 

2.7 ± 0.1 

3806 ± 94 

5 1 ± 2 

1.6 

1.1 

10.8 

1.8 ± 0.2 

7562 ± 184 

46 ± 4 

J.2 

1.3 

*: Positive pulses only 

': Signal to Noise Ratio (based on peak height analysis) 

2: Minimum Detectable Amount (attomole/sec) 

3: HyperCoulometric Ratio 

4: Linear Range (orders of magnitude) 

ion (in particular positive ion) collection. This would seem to corroborate with the 

observed current profile where a larger current was seen when the reverse bias pulse was 

close to, and before the collecting pulse. Also, for the optimized regular field mode d.c. 

operation, the noise level was half that of the optimized reversed field d.c. mode. In fact, 
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at their respective response maximum, the peak to peak noise levels were 0.6 pA and 1.2 

pA respectively, for the regular- and reverse-field modes of d.c. operation. Thus, it would 

seem that the collection of ions, as opposed to electron collection, influences the observed 

noise level. 

As the reverse bias pulse moves across its range (from just after the collecting 

pulse to just before it), the sensitivity varies but not in a similar pattern. The position of 

the negative pulse influences the amount of electrons apparently captured per molecule 

of analyte (a-HCCH). This is quite easily seen from the data in Table 5.2. The best 

hypercoulometric ratios are observed at 8.5 and 10.8 ps. At shorter delay times, the 

amount of electrons apparently captured per molecule of analyte is less than that when 

the positive pulses only are present. 



CHAPTER 6 

A Bipolar Pulsed (Constant Frequency) Electron Capture Detector 

6.1 Introduction. 

Current-frequency profiles generated by a single unipolar pulse of fixed amplitude 

and width, and by using an alternating voltage source, show considerable difference at 

low frequencies. In addition, the profile for an ax. source showed a decline from the 

plateau level at high frequencies. The low frequency end difference was due to the large 

pulse width of the forward biased half-wave (which is comparable to the normal field d.c. 

mode); while the high frequency decline has been attributed to electron oscillation. 

However, for the Tracor two-chamber detector the bipolar frequency profiles 

generated by alternating pulses of the same width and amplitude are similar to the 

unipolar pulse profile at low frequencies: 10 Hz to 10 KHz (Figure 4.1). This similarity 

was unexpected since a reversed bias pulse supposedly hampers electron collection, and 

may assist with cation collection and should therefore effect a reduction of current. 

The relaxation phenomena observed within the same detector suggest that for a 

bipolar system response is very much dependent upon whether the reverse bias pulse 

occurs before or after the collecting pulse. This series of experiments was designed to 

undertake a more comprehensive study of bipolar pulsed ECDs, both in the two-chamber 

Tracor detector and in the single chamber Shimadzu ECD. 
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6.2 Experimental 

The gas chromatographs and operating conditions are described in Sections 2.1.1 

and 2.1.2. The ECD polarization source was the bipolar programmable pulser described 

in Section 2.1.3. Further details of experimental conditions and parameters will be given 

in the Results and Discussion section. 

6.3 Results and Discussion 

6.3.1 The Tracor Detector 

The following four waveforms were used in this study: 

20 20 

5 5 
I I I I I I 

2 
L 

IV 

+50 V 

0V 

-50 V 

These waveforms were generated by the bipolar programmable pulser and fed directly to 

the ECD. Detector current was monitored via the electrometer supplied with the Tracor 

gas chromatograph. 

Waveform I is a single unipolar pulse of 5 ps width and -50 V amplitude; 

waveform II consists of a 5 ps pulse of -50 V amplitude followed by a 20 ps delay time 

and a +50 V, 5 ps pulse; waveform III is the opposite of waveform II: a 5 ps pulse of 

+50 V amplitude followed by a 20 ps delay, then a -50 V, 5 ps pulse; and waveform IV 
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was similar to waveform III, with the exception that the pulses were separated by 2 ps. 

For the Tracor detector a negative pulse is usually referred to as the forward-bias 

pulse, since it allows electron collection, and the positive one the reverse-bias pulse. The 

detector was polarised with these pulses over a range of frequencies from 100 Hz to 20 

KHz, the maximum allowable frequency for bipolar waveforms type II and HI, and to 70 

KHz for waveform type IV. 

Figure 6.1 shows the current-frequency and response-frequency profiles generated 

for the four waveforms, respectively. Over the frequency range examined, the current and 

response profiles for three waveforms (types I-III) are similar, that is there seems to be 

no observable difference in the profiles even though the excitation waveforms are 

different. 

However, when the positive pulse occurs before the collecting pulse, the current 

profile is a trace higher, especially at high frequencies. Having ruled out experimental 

variation of the data as the source for the difference; and referring to the relaxation 

phenomenon described in Chapter 4, it seems possible that the current should be higher. 

This is because for that particular waveform (type EI) cation-electron recombination is 

much reduced. This effect is obviously frequency dependent - as is the case for the 

unipolar pulse profile. However, a bipolar pulse profile with the positive pulse before the 

negative pulse has a much more significant effect on the recombination of ion pairs 

within the ECD. If this is true, then if the reverse bias pulse strikes much closer to and 

before the collecting pulse; say 2 ps (waveform type IV) as compared to 20 ps for the 

previous profiles, then the current profile should be different. In fact, if cation-electron 
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Figure 6.1: Current-frequency and response-frequency profiles for the Tracor ECD when 

polarised by waveform types I-IV. Analyte: 5 pg a-HCCH. 
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recombination is indeed reduced under 'non-relaxed' conditions then there should be many 

more 'free' electrons which should be much easier to capture. Hence, one would expect 

the response profile to be much higher when compared to the unipolar profile, or to the 

bipolar sequence which has the two pulses 20 ps apart. 

The experimental current-frequency and response-frequency profiles for waveform 

type IV is also shown in Figure 6.1. The current profile suggests that the electron 

collecting efficiency of this waveform is not as good as its unipolar counterpart or the 

bipolar relaxed waveforms (types II and III). However, as expected the response profile 

is very much higher in the 'non-relaxed' state. 

Much more important to this study was to determine whether the bipolar pulse 

waveforms (compared to the unipolar pulse waveform), when used as ECD polarisation 

sources, would affect the linearity of the constant-frequency system, and hopefully 

translate any increase to a constant-current system. The linearity of the first three 

waveforms was tested with the pulse sequence repeating every 300 ps (or a base 

frequency of 3.3 KHz). The relevant data are presented in Table 6.1. 

At the same base frequency, the baseline current and noise levels are about the 

same regardless of the type of polarisation waveform. The lower limit for noise in an 

electron capture detector is generally dictated by the random fluctuation of radioactive 

decay. However, absolute response is less for waveform type II, as compared to the other 

two waveforms for which the responses are about the same. The larger response for 

waveforms type I and HI results in better minimum detectable amounts (at a signal to 

noise ratio of 2). 
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Table 6.1: Performance characteristics of the Tracor ECD when polarised by unipolar and 

bipolar waveforms at a constant frequency of 3.3 KHz. 

Parameter 

Baseline current, I0 (pA) 

Noise (pA) 

1,2Sensitivity (pA/pg) 

'•2'3MDA (lO"18 mol s"1) 

Linearity (% of I0) 

Waveform type 

I 

916 

1.2 ±0.1 

16.5 ± 0.5 

49 ± 3 

48 

n 

867 

1.1 ±0.1 

10.7 ± 0.3 

70 ± 4 

36 

HI 

872 

l .0±0.l 

16.8 ±0.2 

40 ± 4 

78 

1 Analysis based on peak height 

2 Analyte: a-HCCH 

3 MDA: Minimum Detectable Amount 

The major effect of the various pulsing regimes seems to be in the extent to which 

the standing current could be sampled by an electron capturing analyte before the system 

exhibits non-linearity. With the reverse bias pulse 20 ps after the collecting pulse, the 

system is only linear to 36% of the baseline current, as compared to 48% and 78% 

respectively, for the unipolar pulse profile and the bipolar pulse profile where the forward 

bias pulse is 20 ps after the reverse bias pulse. 
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From the data presented in Chapter 4, it would be expected that the effect 

produced when a reverse bias pulse occurs before a collecting pulse is dependent upon 

the separation of the pulses, as well as the frequency (obviously, pulse width and 

amplitude would also play a role, but a smaller one when considered in the present 

context). At higher frequencies and closer distances between the positive and negative 

pulses, the effect reaches its maximum at 10 KHz with the reverse bias pulse being 

separated by 3 ps from (and before) the collecting pulse; that is 100% linearity. 

6.3.2 The Shimadzu Detector 

The design of this system is unlike that of the Tracor detector in that detector 

polarisation and current monitoring is achieved through the same electrode. This results 

in a positive pulse being the collecting pulse and the negative pulse being the reverse-bias 

pulse as compared to the Tracor system where a negative pulse was the collecting pulse 

and the positive pulse was the reverse-bias pulse. However, the general pattern of the 

pulses remained the same, although of different width, amplitude and separation distance 

between the bipolar pulses. The following three waveforms were used for this study: 

1 1 1_ 1 , u v 

2 

J U -15 V 
l 1 

A B C 

n v 
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These waveforms were generated by the bipolar programmable pulser and fed to the 

Shimadzu ECD via a 1:1, 6 mH torroidal transformer. Waveform A is a single unipolar 

pulse of +15 V amplitude and 1 ps width. Waveform B consists of a I ps, -15 V pulse 

that strikes 2 ps before the collecting pulse (of 1 ps width and +15 V amplitude). 

Waveform C is the opposite of waveform B in that the collecting pulse strikes 2 ps before 

the reverse bias pulse. The detector was polarised over a wide range of frequencies 

between 100 Hz and about 100 KHz. 

Figures 6.2 to 6.4 show the current-frequency and response-frequency profiles for 

the three waveforms. These profiles show that while the current-frequency profiles for 

waveform types A and C are similar, their response profiles are slightly different. The 

response maxima for waveform C extends over a wider range of frequencies. However, 

both the current-frequency and response-frequency profiles for waveform B are different 

when compared to the other two. 

Chapter 5 describes the relaxation phenomenon within the Shimadzu ECD, and the 

data suggest that relaxation occurs with about 2 ps separation between the reverse-bias 

and forward-bias pulses. Similar to the Tracor detector, the major effect is seen at high 

frequencies. Also comparable in that regard is that a reverse-bias pulse striking before 

a collecting pulse significantly decreases cation-electron recombination, and thus there are 

more 'free' electrons available. When the current-frequency profiles due to waveforms 

A and B are compared, it is observed that the profile due to waveform B shift towards 

commensurately lower frequencies. Since more 'free' electrons are available due to 

decreased cation-electron recombination, this behaviour is not unexpected. However, 
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Figure 6.2: Current-frequency and response-frequency profiles for the Shimadzu ECD 

when polarised by a unipolar waveform, consisting of a 1 ps, +15 V pulse (waveform 

type A). Response to 5 pg a-HCCH. 
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Figure 6.3: Current-frequency and response-frequency profiles for the Shimadzu ECD 

when polarised by a bipolar waveform, initially of a 1 ps, -15 V pulse followed by a 2 

ps delay time then a 1 ps, +15 V pulse (waveform type B). Response to 5 pg a-HCCH. 
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Figiut; 6.4: Current-frequency and response-frequency profiles for the Shimadzu ECD 

when polarised by a bipolar waveform, initially of a 1 ps, +15 V pulse followed by a 2 

ps delay time then a 1 ps, -15 V pulse (waveform type C). Response to 5 pg a-HCCH. 
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when the reverse-bias pulse strikes after the collecting pulse, there is no significant 

difference in the current-frequency profiles except at high frequencies, where the pulse 

period is short. The difference there is due to the effect the reverse-bias pulse has on the 

following sequence, more specifically, the next collecting pulse. 

When the reverse-bias pulse follows the collecting pulse, it does not matter if there 

is a separation or not, since the work of the collecting pulse is already done. In addition, 

as suggested above, at high frequencies an effect is due to the presence of the reverse-bias 

pulse at some (but close) distance to the collecting pulse. Figure 6.5 compares the 

current-frequency profiles due to a reverse-bias pulse, a reverse-bias pulse followed 

immediately by a forward-bias pulse, and a forward-bias pulse followed immediately by 

a reverse-bias pulse. 

The behaviour of the reverse-bias pulse was elaborated upon by Simon and Wells 

(47). A reverse-bias pulse immediately following a collecting pulse makes little 

difference to the current profile when compared to that generated by the collecting pulse 

only. And a collecting pulse immediately after a reverse-bias pulse allows significant 

collection of electrons. This can be explained on the basis of electron mobility versus 

cation mobility, electrons being 3-4 orders faster compared to cations are more easily 

collected. Therefore, the small reverse-bias pulse before the collecting pulse changes the 

cation-electron recombination rate and hence the electron current, thus the current-

frequency profile shift towards higher frequencies. The cations being larger, heavier, and 

slower are little affected, but a significant portion may be collected. It was suggested that 

up to 25% of the electron current may not be seen due to cation collection (49). The 
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Figure 6.5: Current-frequency profiles for the Shimadzu ECD when polarised by unipolar 

and bipolar waveforms. Pulse widths: 1 ps. For the bipolar waveform, the opposite 
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HI 

currents are integrated and summed out due to the 'slow' time constant of the 

electrometer. 

For the Tracor two-chamber detector, the presence of a reverse-bias pulse before 

a collecting pulse led to the system being completely linear. That surprising result 

prompted further questions: Is the effect truly an ECD one? Is it dependent upon 

detector geometry? These among other questions prompted an investigation into the 

effect of bipolar pulsing waveforms on a single chamber "stirred reactor" type ECD. 

Table 6.2 presents the relevant data, at the response maxima for each of the three 

waveform types. Similar to the Tracor detector, a reverse-bias pulse, close to and before 

the collecting pulse, does improve the sensitivity and linearity of the Shimadzu detector, 

when operated in the bipolar pulsed (constant frequency) mode. 
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Table 6.2: Performance characteristics of the Shimadzu ECD when polarised by unipolar 

and bipolar waveforms. 

Parameter 

Baseline frequency (KHz) 

Noise (pA) 

1,2Sensitivity (pA/pg) 

IA3MDA (lO"18 mol s"1) 

Linearity (% of I0) 

Waveform type 

A 

12.5 

1.1 

12.8 ± 1.1 

68 ± 6 

15 

B 

4.5 

0.86 

29.4 ± .59 

20 ± 4 

49 

C 

20.1 

1.2 

12.7 ± 0.42 

68 ± 3 

18 

1 Analysis based on peak height 

2 Analyte: a-HCCH 

3 MDA: Minimum Detectable Amount 



CHAPTER 7 

Bipolar Pulsed Constant-Current Electron Capture Detection 

7.1 Introduction. 

Constant-current electron capture detectors, utilizing the frequency of the 

polarising source as the monitoring parameter are widely available from gas 

chromatograph manufacturers. Such circuits generally utilize a single unipolar pulse of 

appropriate polarity, to give an electrical field gradient favouring electron collection. The 

pulses are generally of short width (< 1 ps) and high amplitude (> 50 V). This is 

reasonable since it is the best (in terms of sensitivity and linearity, 0.1 pg detection limit 

and 4 orders of magnitude linearity for lindane, a strong electron capturer) and safest 

available, to date. 

The use of bipolar pulsing regimes has shown that it is possible to increase the 

extent to which the standing current of the constant-frequency system can be sampled, 

even to the maximum of 100%. Previous experiments revealed that detector geometry 

plays a very important role: For the "stirred-reactor" type Shimadzu ECD, it was possible 

to sample up to 49% of the baseline current, before the system exhibited non-linearity; 

and for the "non-homogenous" Tracor ECD, the system could be sampled up to the 

maximum and was therefore entirely linear. 

Constant-current systems, whether in the unipolar pulsed, d.c, or ax. mode have 

generally increased the linear range of ECDs. One main impetus for this work therefore, 
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was to determine whether a bipolar pulsed constant-current ECD is better as compared 

to its unipolar counterpart, or if there are other limiting parameters. Additionally, as may 

be seen from Figure 4.1 (cf. Chapter 3), a bipolar pulsed ECD should give response by 

a decrease of frequency, as compared to the conventional unipolar systems that respond 

with an increase of pulser frequency. It was hoped that a bipolar pulsed constant-current 

system would prove superior to the other constant-current systems. 

7.2 Experimental 

The basic principle of the operational feedback circuitry was similar to that 

described in Section 3.2. However, some of the individual components were different. 

In particular, the VFC 32 (voltage to frequency converter) chip used in the present circuit 

is linear over 6 orders of magnitude, as compared to 3 orders linearity for the chip used 

in the ax. constant-current circuit. As was the case for the ax. constant-current study, 

the experimental configuration of the systems was different for the Tracor two-chamber 

(two electrode) detector, and the Shimadzu single-chamber (one electrode) detector. Here 

the constant current circuit has an additional component; the output of the VCO triggers 

the bipolar programmable pulser, which sends the desired polarising waveform to the 

ECD. 

7.3 Results and Discussion. 

A comparison of the current-frequency profiles generated by unipolar, a.c, and 

bipolar pulsing of the Tracor ECD (Figure 4.1) shows that at low frequencies (ca. 100 Hz 
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to 10 KHz), the unipolar and bipolar current-frequency profiles are very similar. This low 

frequency region has been correlated with the cation-electron recombination rate, and it 

is expected that the same would hold true for the bipolar waveform; since the forward-

bias pulse is the dominant one. In fact, said argument was proposed for the low 

frequency end of the ax. regime and was supported by experimental work and theoretical 

simulation of the detector (44). At high frequencies (ca. 60 to 90 KHz), the bipolar and 

ax. profiles are strikingly similar, that is electron oscillation seems to be the dominant 

mechanism controlling the current at these frequencies. At medium frequencies (ca. 10 

to 60 KHz), the bipolar plateau is higher than the wider ax. plateau. The difference in 

the current levels has been attributed to the bipolar relaxation phenomenon described in 

Chapter 4. 

The similarity of the unipolar and bipolar pulsing waveforms at the low frequency 

end suggests that constant-current operation would be possible in the bipolar pulsed mode, 

giving response by an increase of frequency. Several different bipolar waveforms were 

used in this study; in particular, a bipolar 'relaxed' waveform, a bipolar 'semi-relaxed' 

waveform, a 'non-relaxed' bipolar waveform, and an alternating waveform where a 

forward-bias pulse of fixed amplitude and width is alternated with a reverse-bias pulse 

of similar amplitude and width, such that at any frequency the distances between the 

forward-bias and reverse-bias pulses are the same. The performance of these waveforms 

were evaluated against a single unipolar pulse in both the Tracor and Shimadzu ECDs. 

The similarity of the ax. and bipolar pulses at the high frequency end suggests 
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Figure 7.1: Current-frequency profiles at the low frequency end for the Tracor ECD when 

polarised with bipolar pulses. Analyte: a-HCCH. 



17 

2500 

2000 

ft 

EH 

W 
PH 
PH 

1500 

1000 

P3 
CO 

V -e-H 
CO 

h PH 

u 

cy 
pq 
PH 
PH 

EH 

t £T 
<i 
E H 

CO 

o 

5 0 0 

- 9 ~ 
^ "CLEAN' 

V ^ ^ O . 
V Q°®%} 

100 pg 

v 

10 pg 

V 

"\T 
. . . V - v 

CONSTANT CURRENT RESPONSE 
<£ 

V Q 

D 
[ ] 

1000 pg 

••••• 

0 
50000 

T ' I T 

^-B B-BrT^f-
60000 70000 

FREQUENCY (Hz) 

80000 

Figure 7.2: Current-frequency profiles at the high frequency end for the Tracor ECD when 

polarised with bipolar pulses. Analyte: a-HCCH. 
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that like the ax. constant-current study (Chapter 3), a bipolar alternating waveform would 

give response by a decrease of the pulser (baseline) frequency. Response by a decrease 

of frequency was successful for the ax. study in both detectors. 

Current-frequency profiles done under "clean" (analyte-free) and "doped" 

conditions generally outline how a constant-current system may respond. Such profiles 

are shown for the Tracor detector at both low and high frequencies in Figures 7,1 and 7.2, 

respectively. The bipolar waveform of equally spaced forward and reverse-bias pulses 

of * 100 V, 5 ps width, was generated by the bipolar programmable pulser operating in 

the alternating mode. The analyte, a-HCCH, was injected with a Hamilton 1 pL syringe. 

Detector current was evaluated from the recorder response, by peak height analysis. 

In the constant-frequency mode, regardless of frequency, response is indicated by 

the vertical difference between the "clean" and "doped" curves (the solid line) in Figures 

7.1 and 7.2. However, for the constant-current, frequency-modulated modes of operation, 

detector response is given by the horizontal difference between the "clean" and "doped" 

curves (the dotted line) in Figures 7.1 and 7.2. For low frequencies (Fig. 7.1), the 

constant-current response is indicated by an increase of the pulser frequency; and at high 

frequencies (Fig. 7.2), the detector response is given by a decrease of the baseline \ 

frequency. 

The profiles of Figure 7.2 are quite unique, in that they suggest that the use of 

high detector reference currents is favoured for a linear response by decrease of 

frequency. This is unlike the case for the unipolar or low frequency bipolar end, where 

low detector currents are favoured. The profiles suggest that for bipolar constant-current 
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operation at the high frequency end, detector operating currents of about 1.0 to 1.5 nA 

are favoured, for a linear response. Below about 1.0 nA, an exponential response may 

be obtained. In fact, these suggestions were confirmed by experiment. A calibration 

curve done at 0.7 nA showed that response is indeed non-linear; while response was 

linear at 1.0 and 1.5 nA reference currents. At 1.0 nA, the minimum detectable amount 

was 0.2 pg of a-HCCH, and response was linear over 1.9 orders of magnitude. 

The bipolar constant-current experiments were done with four basic waveforms 

and the results were compared to that of the unipolar waveform. For the Tracor ECD, 

the bipolar waveforms were: 

+ 100 V 

u 

15 X X 
0 V 

-100 V 
5 5 5 5 5 

I II III IV 

Waveform I consists of a 5 ps, -100 v pu'.se followed immediately by a reverse-bias pulse 

of the same width and amplitude. This waveform may sometimes be referred to as the 

"non-relaxed" waveform, since there is no separation distance between the two pulses of 

opposite polarity. Waveform II, termed the "semi-relaxed" waveform has a 3 ps 

separation distance between the pulses of opposite polarity, and waveform III, the 

"relaxed" waveform, has 15 ps separation distance between the forward and reverse-bias 

pulses. Waveforms I, II, and III are fixed bipolar units that are utilized in the feedback 
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mode. Waveform IV is the bipolar alternating waveform for which at any given 

frequency, the distance between two consecutive forward-bias (or reverse-bias) pulses 

contains a reverse-bias (or forward-bias) pulse that is equidistant from its two 

neighbouring pulses. These waveforms were evaluated both in the configuration shown 

(collecting pulse precedes the reverse-bias pulse), aid in the opposite configuration where 

the collecting pulse follows the reverse-bias pulse. However, for the latter configuration, 

waveforms I, II and HI all gave exponential calibration curves; but a linear range 

experment done with 22 ps separation distance between the reverse-bias and collecting 

pulses showed that response becomes linear. This is consistent with the observations of 

the relaxation phenomenon described in Chapter 4. 

A single unipolar pulse of -100 V, 5 ps width and the bipolar alternating 

waveform (type 4) gave similar result: 0.1 pg detection limit and 4 orders of magnitude 

linearity with a-HCCH as the analyte, thus suggesting that for the bipolar alternating 

waveform, the reverse-bias pulse does not get close enough to the forward-bias pulse to 

induce any noticeable effect. When the reverse-bias pulse immediately follows the 

forward-bias pulse (waveform type I), response improves but the noise also increases 

thereby yielding a worse detection limit and a shorter linear range when compared to the 

unipolar pulses only. However, when a separation distance is introduced between the 

collecting and reverse-bias pulses (waveform types II and HI); the response is still high 

but the noise decreases thus improving the minimum detectable amount to 6 fg/s of a-

HCCH. With 15 ps separation distance, the upper frequency limit of the pulsing 

waveform was achieved within the linear range, thus resulting in another perfectly linear 
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calibration curve. Figure 7.3 shows the calibration curve done with waveform type III 

and the insert shows a chromatogram of 120 fg of a-HCCH, i.e. close to the detection 

limit. 

For the Shimadzu detector, bipolar constant-current operation at the low frequency 

end showed that, similar to the Tracor detector, a bipolar waveform gave higher response 

as compared to its unipolar counterpart. Also similar was that a reverse-bias pulse 

immediately before a collecting pulse significantly increased the noise: 0.33 ± 0.05 pA 

as compared to 0.10 ± 0.02 pA, for a 1 ps, T 15 V pulse and a 1 ps, +15 V pulse, 

respectively. For a fixed bipolar waveform with the reverse-bias pulse before the 

collecting pulse, the performance varied with the separation distance between the two 

pulses, within the fixed pulsing unit. Table 7.1 summarises the data obtained at a 

reference current of 0.5 nA. 
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Figure 7.3: Calibration curve of a-HCCH done under constant-current conditions (0.5 nA) 
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Table 7.1: Performance of the Shimadzu ECD in the constant-current mode, with a bipolar 

pulsing unit consisting of a reverse-bias pulse followed by a collecting pulse, but with 

various separation distances. Pulse amplitude: T 15 V. Pulse width: 1 ps. 

'SD(ps) 

0 

0.1 

0.2 

0.5 

1 

2 

5ALT 

6UNI 

Parameter 
2S/N 

6.07 

13.97 

15.08 

13.15 

6.95 

5.93 

5.32 

3.89 

3MDA 

0.3 

o.: 

0.1 

0.1 

0.3 

0.3 

0.4 

0.5 

4Range 

2.8 

2.5 

3.0 

3.0 

3.0 

3.0 

2.7 

2.7 

'SD: Separation Distance between the pulses 

2S/N: Signal to Noise Ratio 

3MDA: Minimum Detectable Amount of a-HCCH (pg) 

4Range: Linearity in orders of magnitude 

5ALT: Alternating waveform 

6UNI: Unipolar pulse only 



CHAPTER 8 

Noise and Filters 

8.1 Introduction 

In chromatographic (and generally analytical) detection systems, the applicability 

of a particular detector is judged on its minimum detectable amount (MDA), its dynamic 

range - preferably the linear dynamic range, and its precision. The precision and the 

detection limit (hence the dynamic range) are related to the quantity of noise present in 

the system. Therefore information on the noise characteristics of a detector can be used 

to optimize its performance. 

Chromatographic noise is defined as the full amplitude of the baseline fluctuations. 

It includes all random variations of the detector signal whose frequency is of the order 

of one or more cycles per minute, that is short-term drift and spikes included, but long-

term drift excluded (50). 

The amount of noise present in a system is important since it defines the MDA. 

The MDAchrom (a strictly chromatographic definition) is defined as the amount or flow of 

a sample that gives a detector signal of two times the noise level (50): 

MDAckrom =2x^xA(gormol) 

or 

124 



N l 2 5 

Afl̂ c*™ =2x-±2>x-A-(glsor molls); 
W60.7 

where S = the signal (peak height), 

A = the amount injected (in g or mol), 

w607 = the width of the peak (in seconds) at 60.7% of its height (equal in a Gaussian peak 

to 2op), and 

Np.p = the peak-to-peak fluctuation of the baseline, i.e. baseline noise. 

However, the chromatographic literature presents detection limits obtained by 

different techniques. Another common definition gives the MDA as the amount or flow 

of sample that produces a signal of three times the noise, where noise is measured as the 

root-mean-square (RMS) noise, or the standard deviation (o) of the baseline fluctuations. 

This definition is an earlier IUPAC recommendation and is of spectroscopic origin and 

will therefore be referred to as MDAspec: 

MDA,„r = 3 x ^ ^ xA(gor mol) 
spec C 

or 

MDAspec = 3 x —— x (g/s or molls); 

(Note: The first number in each equation, i.e. p = 2, 3, etc., is the level-of-confidence 

or probability-related parameter that - for purposes other than this study - can be adjusted 

to suit analytical objectives.) 

Obviously, each of the equations above simply relates the detection limit to the 
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commonly used signal to noise ratio (SNR); with noise being whatever the analyst wants 

it to be: 

MDA = p x -^— (g or mot) y SNR* 

or 

MDA = 3- x — Ms or molls) 
2ap SNR w 

The only other common way of documenting chromatographic detection limits is 

pictorial. It displays the recorder trace of a signal small enough, a baseline long enough, 

and noise large enough, to allow evaluation by the reader. 

With several approaches being used to document detection limits, how does the 

analyst correlate one set of measurements with the other to obtain a reasonable 

comparison? Apart from the confidence level parameter of the two numerical assessments 

(S/N = 2, 3) the only other difference is the quantification of noise; whether it is 

measured as Np.p or calculated as RMS. Do these two assessments correlate? And can 

one set of measurements accurately predict the other? 

Under ideal circumstances of short-term noise and normal (Gaussian) distribution, 

a reasonable correlation between the theoretically time-dependent Np.p and the 

theoretically time-independent RMS of baseline fluctuations equates Np.p with five times 

the RMS noise. That is because for a Gaussian distribution, 5*RMS includes more than 

99% (99.4%) of the measurements. But is chromatographic noise always Gaussian? 

Filters are widely used to reduce noise and thus improve the SNR. An 
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improvement in SNR generally leads to a better detection limit. Filters are normally 

evaluated on white noise, i.e. noise containing all frequencies; and the performance of 

digital filters is often superior to analog filters in that digital filters can clip 'interfering' 

frequencies close to those of interest without adversely affecting them. But is the filter 

type of importance to chromatography? 

To answer these and related questions, this study is designed to evaluate the effect 

of three types of filters (one analog and two digital) on noise from three common 

chromatographic detectors: the ECD, the FPD, and the FID; and also to determine the 

noise characteristics of these detectors. 

8.2 Experimental 

The ECD data were obtained from the Tracor and Shimadzu detectors described 

in Chapter 2. These were both operated in the d.c. mode. The FID data were from the 

Shimadzu GC-4BMPF chromatograph and from the FID of the sequential unit described 

earlier. The FPD data came from the Shimadzu 2-channel detector described in Section 

2.1.4. Data for some Np.p evaluations were measured on a strip-chart recorder, and 

computer acquired data were via a lab-made interface using the CHROM-8 program (41). 

In addition, some of the FPD data were acquired by a specialised unit equipped with a 

600 rpm wheel carrying a semicircular variable interference filter, supported by hardware 

and software for operation as a ten-channel flame photometric detector with wavelength 

as the third dimension ["3-D FPD"] (42). The wheel spun at 600 rpm, i.e., at an 

acquisition time of 5 ms for each 100 ms data point. 
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All raw data flows were routed through conventional electrometers of time 

constants: RC = 0.1, 0.22 and 1 s, with the exception of those coming from the 3-D FPD. 

The photomultiplier output of the latter was processed by a high-speed amplifier and split 

into ten 5-ms segments per revolution of the wheel; the data were then assigned to one 

of three ranges of decadic sensitivity, summed by a gated integrator, converted into digital 

form, and forwarded to a computer for storage and display. In the 3-D FPD software, 

two types of low-pass digital filters were available for smoothing operations on the 

ten-channel data: a non-weighted moving average ("AVG") with operator-defined window 

width; and a "Hamming window" weighted moving average - a conventional 

finite-impulse-response ("FIR") filter with operator-defined, fully variable cut-off 

frequency and the choice of 32, 64 or 128 taps (42). 

The conventional ("2-D") FPD, the ECD and the FID (the latter two via a lab-built 

preamplifier) were monitored on the same Shimadzu GC-4BMPF electrometer, which fed 

an interface and thence a two-channel computer program named "CHROM-8" (41). This 

program contains, among other routines, the FIR filter algorithm. It also provides a 

routine that sorts baseline fluctuations according to the magnitude of their deviation from 

the mean and feeds the resulting array of (raw or smoothed) baseline data to the 

Dalhousie University Chemistry Department undergraduate network program offering 

least-squares fitting of Gaussian and other types of curves. The enforced Gaussian fit 

yields the nominal standard deviation (hereafter called aflt), and its graph allows 

superimposition of the arrayed data for visual inspection. (Note that data files can be 

imported, a pair at a time, from the newer ten-channel 3-D FPD program into the older 
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two-channel CHROM-8 program - but not vice versa.) 

In addition to the smoothing and evaluating functions that are confined to the 

computer, the raw or treated data flow can be returned from the CHROM-8 program - or 

from the 3-D FPD program through the CHROM-8 program - to the analog domain; and 

it can, via a simple, lab-made three-pole RC filter with various time constants, be 

recorded on a chart. The blueprint of the analog filter's conventional circuit is given in 

Appendix 1; it will be referred to as "RC". Raw or smoothed data can also be forwarded 

directly to a laser printer. And obviously, the electrometer output can remain completely 

in the analog domain, i.e. it can provide in the conventional manner - usually via the RC 

filter - confirmatory baselines or chromatograms on the strip-chart recorder. 

The CHROM-8's "SIGMA" lab-developed routine (51) employs very heavy digital 

filtering of the baseline noise (with an operator-adjustable time constant) in order to 

establish a smooth "zero line", from which the real baseline fluctuations are measured. 

The algorithm then uses the conventional formula for calculating the RMS deviation: 

RMS = 
\ 

5>i-tf _ 

[Note: The definitions use the value, not the +/- range of the standard deviation.] 

The 3-D FPD "MDA" program (42) uses a second-order least-squares fit of the 

baseline (from 50 points selected by the computer at equal intervals on those stretches of 

the chromatogram that the operator designates as "baseline"). The deviations Xj are then 

measured from this smooth line. They are used directly (recourse to the mean Xj having 

become superfluous): 
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RMS = . 

For this study, n equals 103 to 104 data points (about 2 to 17 minutes worth of 

chromatographic data acquisition time). 

The "MDA" program proceeds to compute numerical values for the two common 

types of detection limits. For measurement of the standard deviation, the computer 

measures 2 0p as the width of the peak, in seconds, at 60.7% of its height. To determine 

the "chromatographic" S/Np.p = 2 detection limit on the screen, the operator uses cursors 

to define the signal - S (the peak height), and the peak-to-peak baseline noise - Np.p. The 

latter is available in two versions, depending on whether or not the operator's pattern 

recognition and judgement is taken into account. 

The first version is "objective" and "inclusive" (i.e. it is independent of the 

operator and is representative of all signal excursions, thus including the sharp and strong 

fluctuations that appear to extend beyond the normal distribution of noise and are hence 

called "spikes" or "outliers"). The Np.p noise thus measured is referred to as "Nall". The 

second version is "subjective" and "exclusive" (i.e. it allows the operator to define the 

core of the noise, thereby excluding what appear to be spikes). The Np.p noise thus 

measured is referred to as "Ncore". Obviously, N„„ > Ncore in experimental situations; in 

simulations (which start with Gaussian distributions) Np.p = Nall. All simulations were 

carried out using SigmaPlot's (Jandel Scientific, San Rafael, CA, USA) Gaussian random 

number generator, non-weighted moving averaging and operator defined boxcar averaging. 
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S.3 Results and Discussion 

8.3.1 Effect of Filters on Noise 

In chromatography and other sectors of analytical chemistry the amount of noise 

is of utmost importance. This is because it defines the detection linii* ; *• particular 

system. Once the signal is optimised, noise is normally further reduced by filtering, 

thereby offering an improvement in the SNR and the detection limit. In gas 

chromatography, for a typical packed column the peak width (at half height) may be, say 

10 s. This is equivalent of a signal of 0.1 Hz, a relatively low frequency. Filters act by 

frequency discrimination, thus it is typical to use low-pass filters - filters that block high 

frequencies and allow low frequencies to get through. Normally, the frequency 

discrimination (generally referred to as a band or window) is such that the filter acts as 

close as possible to the analyte peak without adversely affecting it. Usually a 5 to 10 % 

reduction in the peak height (of the analyte peak) is acceptable. 

Filters are of several different types. There are analog filters which can be 

subdivided into passive or active filters - the latter type generally makes use of an 

operational amplifier and thus requires a source of power, hence the term "active". A 

simple passive analog filter consists of a resistor and a capacitor, while the more 

complicated active variety may consist of a series of resistor-capacitor (RC) network 

depending on the desired bandpass. These active filters are designated as 3 pole, 6 pole 

etc., depending on the number of RC networks the signal traverses. The higher the 

number of poles, the sharper the bandpass, that is the filter can operate closer to the 

signal without significantly cropping it. 
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Digital filters, on the other hand, are normally associated with computers. The 

signal is normally collected at twice the frequency of the electrometer-amplifier circuit, 

in order to prevent aliasing. For example, our programs samples at 0.1 s intervals, 

therefore a 0.2 s RC filter precedes (or is built into) the interface. 

The simplest digital filters are of the boxcar and the ensemble averaging type. In 

the boxcar filter, the desired number of data points (the boxcar length) are averaged to 

give one new data point, i.e. the filtered output is shorter than the original data set by a 

factor of the boxcar length. For example, if 1000 data points are collected and processed 

by a four point ensemble averaging filter, the output has 250 data points. 

A simple non-weighted moving average filter, like ensemble averaging, uses a 

specified window width (of data points), which for symmetry is normally available in 

odd-numbered window widths. In this type of data filtering, the window moves 

sequentially from data point to data point and at the specified window width, takes the 

average of the window. The resulting filtered data points are therefore about the same 

length as that in the unfiltered set, except that the compromised end pieces of half the 

window width must be discarded. For example, for a window width of three and 1000 

data points, the filtered output contains 998 data points. The first and last points are 

deleted since the algorithm did not have a "real" data point to work with. A weighted 

moving average algorithm on the other hand, applies weighting coefficients to the data 

points while carrying out the smoothing process, the points nearest the center of the filter 

being given the greatest weight. [Note: to 'filter', generally implies an irreversible, and 

of necessity fast, reduction of noise on data during the acquisition phase; to 'smooth', 
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Figure 8.1: Unfiltered and smoothed chromatograms. Upper figure: unfiltered 

chromatogram with solvent and analyte peaks. Lower figure: The same data file 

smoothed by the FIR algorithm. 
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suggests a slower, and algorithmically more complex, reduction of noise on already 

acquired and safely stored data. Thus, the same algorithm, if fast enough, can serve as 

either a filter or smoother. In this study, a simple three pole RC filter is used primarily 

as a filter, but occasionally as a smoother. The fast non-weighted moving average filter 

functions as either a filter or a smoother; and the slower FIR algorithm is available as a 

smoother only.] 

The fact that filtering improves the SNR is undisputed. Figure 8.1 shows an 

example. The upper figure shows a typical unfiltered chromatogram (really slightly 

filtered by the unavoidable RC constant of the acquisition system), obtained via the fast 

acquisition system of the 3-D FPD. The noise is such that no peaks are clearly 

discemable. The lower figure shows the identical data file now smoothed by the FIR 

algorithm to about 10% peak height reduction. The solvent and analyte peaks are now 

clearly visible and a detection limit can be calculated. 

Figure 8.1 clearly shows that filtering of a noisy chromatogram is useful. But is 

the extent of filtering important? And would filtering affect the Np.p noise and the RMS 

noise to the same or different extents? In other words, is the Np.p/RMS ratio constant 

with the extent of filtering? Or does it vary? 

8.3.2 Effect of Filters on the Npp/RMS Ratio 

Different types of filters and smoothing algorithms tend to produce a similar effect 

on the noise (52, 53). However, their effects on a peak are different. The upper 10% of 

the peak is its most vulnerable part since the signal there undergoes, say a 170° change 
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of direction. Thus, even though the different filters do adequate noise jobs, they do clip 

peaks to different extents. Intuitively, if noise were treated as a succession of small, 

sharp peaks, then as the extent of data smoothing increases, the sharp tips of these peaks 

will become round tops. As this happens, the peak-to-peak noise will decrease rapidly, 

but the root-mean-square noise will decrease slowly. The ratio of the Np.p/RMS noise will 

therefore decrease with the extent of filtering. 

The intuitive, predicted shape shift effect on the Np.p/RMS ratio is presented in 

Figure 8.2. For simplicity, the triangular, sinusoidal, and hemispherical waveforms are 

restricted to the same single frequency and amplitude. The Np.p values are all the same. 

However, the RMS values and hence the Np.p/RMS ratio, vary by a factor of two. 

Generally, the spikier the excursions of original noise from the 'true' baseline (i.e., the 

larger their height to width ratio) and the less they are filtered, the higher will be the Np,,/ 

RMS ratio. On the other hand, the rounder the original noise features and the more they 

are filtered, the lower will be the Np.p/RMS ratio. Furthermore, the more severely a 

particular type of filter clips the baseline deviations (noise), the more it will depress the 

Np.p/RMS ratio. 

Figure 8.3 shows the experimental version of the theoretical arguments presented 

above. It shows 3-D FPD baseline noise measured as Nu,„ Ncori;, and RMS as it decreases 

with increasing filtering by the AVG filter. Clearly the two main types of noise 

measurements do depend to different degrees on the extent of filtering. Thus their ratios 

also depend on the extent of filtering: The value of Nal/RMS changes from about 9 at 0.1 

s, to 5.7 at 1 s, to an extrapolated 3.6 at 10 s; therefore the conversion factor between the 
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two types of detection limits, MDAchrom and MDAspt.c, must vary accordingly. This trend 

is evident in all of the tested detector/filter combinations, and will be discussed later. 

8.3.3 Noise "Distribution" 

The literature presumes that noise is Gaussian, that is normally distributed. But 

if this were the case, there would exist a clear (though sampling-time dependent) 

statistical correlation between Na„ and RMS (54). However, our measurements show that 

this is not always the case, therefore, the distribution cannot always be normal. To check 
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Figiut; 8.2: Geometric figures treated as noise. The triangular, sinusoidal, and 

hemispherical waveforms are of a single frequency and amplitude. 
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Figure 8.3: Variation of noise with the extent of filtering by the AVG filter. Noise: 15 

min baseline from segment # 2 (ca. 430 to 460 nm) of the 3-D FPD. H2: 50 mL/min, air: 

40 mL/min, R374 PMT @ -950 V. 


